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200 Series

Date:
Scale: 1/8" (3) = 1' (305)

Andersen Windows, Inc. reserves the right to change drawing specifications without notice

Notes:

08/30/16

Rough Opening

Unit

Dimensio
n

R R

3'-21
8"

(968)

3'-3"
(990)

3380

3376

33611

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
Accessibility Width Patio Door - For easier access, this single panel door offers a 32" (813) clear opening when the panel is open 90°; a 1 2" (13) threshold,
and a bottom rail height of 10 1 4" (260).  This door has a limited water rating (LW) due to the low-threshold sill.
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Inswing Patio Doors (ISPD)
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Hinged Patio Doors - Inswing
4 916" Frame Depth

Active Left/Passive Right
(APLR)

Passive Left/Active Right
(PALR)

Right/Stationary
(ASR)

Stationary/Left
(SAL)

Right
(AR)

Left
(AL)

Stationary
(S)

Accessibility
Width

Patio Doors
See Notes

Hinged Inswing Patio Door
Handing Options

As viewed from exterior
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