E-Series

Radius Casement Windows

Andersen.
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Single Radius Casement (RCMT) Handing Options
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Notes:

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.

4 Meet or exceed clear opening area of 5.7 sq. ft. or 0.53 m?, clear opening width of 20" (508) & clear opening height of 24" (610).
* A sash limiting device is standard on these units.

A piano hinge is standard on all Radius Casement Windows.

Default Radius for single units is 3-0" (914). Contact your Andersen supplier for information on additional sizes.

Andersen Windows, Inc. reserves the right to change drawing specifications without notice

Date: 1/17/17
Scale: 1/8" (3) = 1' (305)
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E-Series Andersen.

Twin Radius Casement Windows ARCHITECTURAL
COLLECTION
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Twin Radius Casement
Handing Options
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Notes:
"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
4 Meet or exceed clear opening area of 5.7 sq. ft. or 0.53 m?, clear opening width of 20" (508) & clear opening height of 24" (610).
* A sash limiting device is standard on these units. Date: 1/17/17
A piano hinge is standard on all Radius Casement Windows. Scale: 1/8" (3) = 1' (305)

Default Radius for twin units is 60" (1829). Contact your Andersen supplier for information on additional sizes.
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