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Radius Single-Hung Reverse Cottage Windows
E-Series
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Single Radius Single-Hung Reverse Cottage (RSHRC)

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
Units may be ordered with sash lifts, if desired. Units 3'-0" and wider will use two sash lifts.
Bottom sash operates up and down and tilts inward for cleaning. Top sash is fixed.
Default Radius for single units is 3'-0" (914).  Contact your Andersen supplier for information on additional sizes.
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Twin Radius Single-Hung Reverse Cottage Windows
E-Series
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Twin Radius Single-Hung Reverse Cottage (RSHRC-2)

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
Units may be ordered with sash lifts, if desired. Units 3'-0" and wider will use two sash lifts.
Bottom sash operates up and down and tilts inward for cleaning. Top sash is fixed.
Default Radius for single units is 6'-0" (1829).  Contact your Andersen supplier for information on additional sizes.
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