Big Doors

Thermally Controlled

Section details do not convey if the product is thermally
controlled. The project specifications and door schedule must
clearly state the frame type.

The section details shown below illustrate the general differences
between frame types. All other details shown within this
document are drawn as the aluminum frame, but may be used to
represent either frame types in architectural plans.
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Details have been optimized for use in architectural software and do not match manufacturing specifications.

Dimensions in parentheses are in millimeters.

See Pages 13 Thru 16 for Options and Accessories

Andersen Windows, Inc. reserves the right to change drawing specifications without notice.
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MultiGlide™ Door - Traditional Clad ARCHITECTURAL
Exterior Stacking with Single Insect Screen COLLECTION

Big Doors Andersen.

IMPORTANT

For more detailed
information pertaining to
product application. See
MultiGlide™ Door

Installation Site
Specifications and
General Product

Information.
— 7%" Jamb Depth . 10%" Jamb Depth N R 1-0%" Jamb Depth .
(200) T (264) 1 i (327) 1
/A 3 Track System /B 4 Track System /¢ 5 Track System
2/ 2/ 2/
N 1-3%" Jamb Depth R . 1'5%" Jamb Depth .
1 (391) i I (454) 1
/D) 6 Track System
2/
Notes:

Details have been optimized for use in architectural software and do not match manufacturing specifications.
Dimensions in parentheses are in millimeters.

Date: 02/26/17
See Pages 13 Thru 16 for Options and Accessories Scale: 11/2"(38) = 1' (305)
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Andersen. s

Big Doors
MultiGlide™ Door - Traditional Clad ARCHITECTURAL
Exterior Stacking with Single Insect Screen COLLECTION i

IMPORTANT

For more detailed
information pertaining to
product application. See

MultiGlide™ Door

Installation Site
Specifications and
General Product 8%" N 11%" . 1-1%" .
Information. A (219) 774" Jamb Depth v |, @83) 103 Jamb Depth | 7 (346)  1.0% JambDepth |
(19) [ © (200) (ORE (264) i (RN (327) 1
2" Min. _ 2" Min. _ 2" Min. _
(51) a (51) a (51) 3
sz o Al e e A o]

J 1%u 21/2u 21/2|v 1%u J 1%n 21/2\. 21/2u 21/2|v 1%u | 1%n 21/2\. 21/2u 21/2|v 21/2u 15/8|v
64) * (64) "(41) 44)" (64) © (64) T (64) "(41) 44)" (64) (64) " (64) T (64) "(41)
1" Minimum distance (when applicable)

(44)
134" Minimum distance (when applicable) 134" Minimum distance (when applicable)
(38) from screw to edge of concrete. (38) from screw to edge of concrete. (38) from screw to edge of concrete.
/A 3 Track System /B 4 Track System /¢ 5 Track System
3/ on-Floor Drainage Sill \.3_/ 0On-Floor Drainage Sill \3_/ On-Floor Drainage Sill
4 114" Bottom Rail 414" Bottom Rail

415" Bottom Rail

143 . 1-6%" .
v |, (410) 133" Jamb Depth | Wl (473) 157" Jamb Depth |
w7 (391) i [ORE (454) i
2" Min. _ 2" Min, L
(51) ; a (51) e
[ i Al T fos o, o, 7ol Floor
| 1%u 21/2u 21/2u 21/2u 21/2n 21/2u 15/8" ] 1%u 21/2u 21/2n 21/2u 21/2u 21/2u 21/2n 15/8"
(44)" (64) (64) (64) " (64) T (64) "(41) (44)" (64) " (64) (64) (64) " (64) T (64) "(41)
1%" Minimum distance (when applicable) 1%" Minimum distance (when applicable)
(38) from screw to edge of concrete. (38) from screw to edge of concrete.
/D) 6 Track System /E\ 7 Track System
\3_/ on-Floor Drainage Sill 3/ 0On-Floor Drainage Sill
Notes: 414" Bottom Rail 4 1Y 5" Bottom Rail
Details have been optimized for use in architectural software and do not match manufacturing specifications.
Dimensions in parentheses are in millimeters. Date: 02/26/17
Scale: 11/2"(38) =1'(305)
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Big Doors

IMPORTANT

For more detailed
information pertaining to
product application. See

MultiGlide™ Door
Installation Site
Specifications and
General Product
Information.

Notes:

MultiGlide™ Door - Traditional Clad
Exterior Stacking with Single Insect Screen

Andersen.

ARCHITECTU

COLLECTION L
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9%" Min. 1-0%" Min. 1-274" Min.
1" Min. | (250 7740 jamb Depth, | 1" Min. 1" Min. (314 10%"JambDepth , | 1' Min. 1"Min. | | (378)  1.014"JambDepth  , | 1'Min.
(25) T (25) (25) T (25) (25) T T (25)
S
13/ . .
| = =
1%" Min., |, _ 13" Min. e 1%' Min. g
ESR 3 ES I 58 @ 58
Finished Floor Finished Floor Finished Floor
™ I I = =F
|\e=—=/ —i Subfloor | = ] Subfloor || c——— = ] Subfloor
2%" | 2% 1% 2% | 2 | 2 1% 2" | 2% | 2% | 2% 1%
1 }—Zi—ZL_L y 1/ észLzLa, ] 1/ §2i2i2$248' !
L4 o4y 64 4D Dap-Out L Fied) (641 * 64y Tiad) Dap-Out 14 Feay T (64 T (6d) T (64 "(41) Dap-Out
(29) 1/n (29) n (29) i
15" Minimum distance from 1" Minimum distance from 174" Minimum distance from
(38) screw to edge of concrete. (38) screw to edge of concrete. (38) screw to edge of concrete.
/A 3 Track System /B 4 Track System /¢ 5 Track System
\4_/ Flush Sill \4/ Flush Sill \4_/ Flush Sill
415" Bottom Rail 4 114" Bottom Rail 414" Bottom Rail
1-5%" Min. 1-77%" Min.
' Min. | | (441) 133" Jamb Depth , | 1" Min. 1" Min.| | (505)  1-57" Jamb Depth o L 1" Min.
(25) T T (25) (25) T (A454) T (25)
£
=
13%" Min. e 13" Min. _
@ 1 3B @5 1 8
Finished Floor Finished Floor
I i =" I
|| ce=—— ah | Subfloor | ; Subfloor
2% | oY | 2% | 2% 1%" 2 | o | 2 | 2% | 2% | 2% 1%
10 p 2z | 2 | 94 | 2 | 9% | ] 1/ j 22 | 24 | 2 | 2 | 2 | 2 | ]
= Fed) 6l el T (64 @) Dap-Out o 64y (oA T (64 T (64) T (64) T (64) ") Dap-Out
13" Minimum distance from 134" Minimum distance from
(38) screw to edge of concrete. (38) screw to edge of concrete.
/D) 6 Track System /E\ 7 Track System
\4_/ Flush il \4/ Flush Sill
41% " Bottom Rail 4%, " Bottom Rail
Details have been optimized for use in architectural software and do not match manufacturing specifications.
Date: 02/26/17
Scale: 11/2"(38) =1'(305)

Dimensions in parentheses are in millimeters.

See Pages 13 Thru 16 for Options and Accessories
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Big Doors

IMPORTANT

For more detailed
information pertaining to

product application. See -
MultiGlide™ Door g{g
Installation Site A (219) 7% Jamb Depth

Specifications and
General Product
Information.

Floor

‘1%" 2 | 2% 1%
(44)7 (64) © (64) "(41)

134" Minimum distance (when applicable)
(38) from screw to edge of concrete.

/A 3 Track System
\5_/ On-Floor Drainage Sill
8" Bottom Rail

MultiGlide™ Door - Traditional Clad
Exterior Stacking with Single Insect Screen

Andersen.

ARCHITECTURAL
COLLECTION

11" R

1%" Minimum distance (when applicable)
(38) from screw to edge of concrete.

/D) 6 Track System
\&_/ On-Floor Drainage Sill
Notes: 8" Bottom Rail

Details have been optimized for use in architectural software and do not match manufacturing specifications.

Dimensions in parentheses are in millimeters.

See Pages 13 Thru 16 for Options and Accessories
Andersen Windows, Inc. reserves the right to change drawing specifications without notice.
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(51) 2]
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] 1%n 21/2u 21/2u 21/2|v 1%u
44)" (64) © (64) T (64) "(41)
134" Minimum distance (when applicable) 1" Minimum distance (when applicable)
(38) from screw to edge of concrete. (38) from screw to edge of concrete.
/B 4 Track System /¢ 5 Track System
\5_/ On-Floor Drainage Sill \5_/ On-Floor Drainage Sill
8" Bottom Rail 8" Bottom Rail
1-7%" Min.
1" Min. |, (505)  1-5%4" Jamb Depth o L 1" Min.
(25) T (A454) T (25)
2" Min., _
(51) ‘ S
B Floor

144" (64) * (64) ' (64) ' (64) ' (64)
134" Minimum distance (when applicable)
(38) from screw to edge of concrete.

/E\ 7 Track System

\5_/ On-Floor Drainage Sill
8" Bottom Rail

Date: 02/26/17

Scale: 1 1/2"(38) =1'(305)

[File:| AC [Big Doors | Sections [MultiGlide [TC-ES-SS[Page 05 of 16



AutoCAD SHX Text
COLLECTIONLLECTIONLECTIONECTIONCTIONTIONIONONN

AutoCAD SHX Text
ARCHITECTURALRCHITECTURALCHITECTURALHITECTURALTECTURALECTURALCTURALTURALURALRALALL


MultiGlide™ Door - Traditional Clad ARCHITECTURAL
COLLECTION

Big Doors Andersen.

Exterior Stacking with Single Insect Screen

IMPORTANT

For more detailed
information pertaining to

product application. See
MultiGlide™ Door 9%" Min. 1-0%" Min. 1-2%" Min.
Installation Site ' Min. | 51 7% jamb Depth, | 1'Min. t'Min. | . 514 10%jambDepth , | 1' Min. 1" Min. (378) 1.7 JambDepth _, | 1' Min.
Specifications and| %® | @) (25) T (25) § T
General Product SIS YY)
Information. |
E | | £ £ £
= = =
1%" Min., |, g P 13" Min e 1%' Min g
ESR |58 ES I 58 @ 58
" i Finished Floor - - Finished Floor ) ! . b Finished Floor
™ I I
|\e=—=/ \==ql Subfloor 1E: ! Subfloor o Subfloor
21/ " 21/2n 15/ " ul 21/2u 21/2u 21/2n 15/ " -t 21/2u 21/2u 21/2n 21/2u 15/ " s
15 o4y 64 4D Dap-Out L Fied) (641 * 64y Tiad) Dap-Out 14 Feay T (64 T (6d) T (64 "(41) Dap-Out
(29) 10 (29) 1/ (29) n
15" Minimum distance from 1" Minimum distance from 174" Minimum distance from
(38) screw to edge of concrete. (38) screw to edge of concrete. (38) screw to edge of concrete.
/A 3 Track System /B 4 Track System /¢ 5 Track System
X6/ Flush Sill \6/ Flush Sill \6_/ Flush Sill
8" Bottom Rail 8" Bottom Rail 8" Bottom Rail
1-5%" Min. 1-7%" Min.
1" Min. |, (441) 133" Jamb Depth o . 1" Min. 1" Min. |, (505)  1-5%4" Jamb Depth 1" Min.
T 125 (25) 175
SN (= R
-
£ N £
ia 13" Min. \ ia
J8 @ =N S8
Finished Floor | s Finished Floor
I
N Subfloor Il Subfloor
—
" 'Y 1/n
e —p—H(ea) " (64) " (64) (4] (64) (41 DapOut o DapOut
13" Minimum distance from 134" Minimum distance from
(38) screw to edge of concrete. (38) screw to edge of concrete.
/D) 6 Track System /E\ 7 Track System
\6_/ Flush Sill \6_/ Flush Sill
Notes: 8" Bottom Rail 8" Bottom Rail
Details have been optimized for use in architectural software and do not match manufacturing specifications.
Dimensions in parentheses are in millimeters. Date: 02/26/17
Scale: 11/2"(38) =1'(305)

See Pages 13 Thru 16 for Options and Accessories
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Big Doors Andersen. s

MultiGlide™ Door - Traditional Clad ARCHITECTURAL
Exterior Stacking with Single Insect Screen COLLECTION i
IMPORTANT 8%’ 11y . 115 .

- Y |, (219 7740 jamb Depth Y | (283) 103 Jamb Depth | 7 (346) 1.0 JambDepth |
ot | BT e — st L2 st 2 T
product application. See { H
e R i i i

Installation Site
Specifications and §| § | § § § § § § §
General Product
Information. \| N | NN N RRR
soan 1Bl e SRR SIS
2" Min. & 2" Min. 2" Min.
. | I s
x o betod Wk tod 1 . ol lhes—codl [ he—codl I h—oad [ =y rmcod I be—od T be—od W he—od T Ihs—od Tl b=
A B R I R e Floor R R B e B R R e Floor
‘1%u 21/2u 21/2|v 1%u 71%n 21/2‘. 21/2u 21/2|v 1%u Vl%n 21/2‘. 21/2u 21/2|v 21/2u 15/8|v
44)" (64) " (64) "(41) 44)" (64) © (64) T (64) "(41) 44)" (64) (64) " (64) T (64) "(41)
134" Minimum distance (when applicable) 134" Minimum distance (when applicable) 1" Minimum distance (when applicable)
(38) from screw to edge of concrete. (38) from screw to edge of concrete. (38) from screw to edge of concrete.
/A 3 Track System /B 4 Track System /¢ 5 Track System
\7/ On-Floor Drainage Sill \U On-Floor Drainage Sill \U On-Floor Drainage Sill
12" Bottom Rail 12" Bottom Rail 12" Bottom Rail
1-4%" N 1-6%" .
wl. (410) 133 Jamb Depth | Wl (473) 1574 Jamb Depth |
(RN (391) ! (RN (454) i
2" Min. 2" Min. | .
el U e A T e
R e e B S B T (R R Floor Floor
| 1%u 21/2u 21/2u 21/2u 21/2n 21/2u 15/8" ] 1%u 21/2u 21/2n 21/2u 21/2u 21/2u 21/2n 15/8"
(44)" (64) (64) (64) " (64) T (64) "(41) (44)" (64) " (64) (64) (64) " (64) T (64) "(41)
1%" Minimum distance (when applicable) 134" Minimum distance (when applicable)
(38) from screw to edge of concrete. (38) from screw to edge of concrete.
/D) 6 Track System /E\ 7 Track System
\U On-Floor Drainage Sill \7/ On-Floor Drainage Sill
Notes: 12" Bottom Rail 12" Bottom Rail
Details have been optimized for use in architectural software and do not match manufacturing specifications.
Dimensions in parentheses are in millimeters. Date: 02/26/17
See Pages 13 Thru 16 for Options and Accessories Scale: 11/2"(38) = 1'(305)
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Big Doors

IMPORTANT

For more detailed
information pertaining to
product application. See

MultiGlide™ Door
Installation Site

General Product
Information.

Specifications and

Notes:

MultiGlide™ Door - Traditional Clad
Exterior Stacking with Single Insect Screen

Andersen.

ARCHITECTURAL

/x

COLLECTION il

9% Min. 10%" Min. 127" Min.
1" Min. | ,(250) 7% jamb Depth, | 1" Min. Min.| . B 10% jambDepth , | 1' Min. 1" Min. |, (378)  1.0%'JambDepth , | 1' Min.
25) t ) __ 1 1@ 25) t (264] t s 25 t @21) 1)
R [ T SiISlS SalalS
& LRI SIRIEP NRRER .
s s s
1% Min., |, Sl 1% Min., = 1% Min.,, =
@) il |§ | % || 58 @) 1 Rﬁ N % 38 @) 1 i Rﬁ N % Rﬁ 3B
oh s | Finished Floor . o o ﬁﬁﬁ o Finished Floor . = o ﬁﬁﬁ =) o Finished Floor
| ) | I RN | S| | S | NS | | | SR | S |
|\e=—=/ \ LA{ Subfloor 1E: ab | Subfloor 1E: ah | Subfloor
\ 2% | 2% 1% \ 20 | 2% | 2% 1% \ 2% | 2% | 2% | 2% |1%"]
M RO L e+t -oeou % Eir e i b -oeon
13" Minimum distance from 14" Minimum distance from 1%" Minimum distance from
(38) screw to edge of concrete. (38) screw to edge of concrete. (38) screw to edge of concrete.
/A 3 Track System /B 4 Track System /¢ 5 Track System
8/ Flush Sill 8/ Flush Sill 8/ Flush Sill
12" Bottom Rail 12" Bottom Rail 12" Bottom Rail
1-5%" Min. 1-7%" Min.
1" Min. |, (441) 133" Jamb Depth o . 1" Min. 1" Min. |, (505) 157" Jamb Depth o ) 1" Min.
(25) T (391) T (25) (25) T (454) T (25)
SISISIS S SSIEEEERP
s s
1%" Min. s 134" Min. , s
@ 1 i%%%%k S8 @1 SNSRI INISNES
e N N N Y Finished Floor PN e N TN RN N Finished Floor
\ i i i i i i \ i i i i i i i
I e e e e Subfloor I e e e e e Subfloor
. 2" | 2% | 2% | 2% | 2% |1%"] : 2 | 2% | 2% | 2% | 2% | 2% |1%']
MM R RCT M ) 1 tod+ e+ e Yt Dp-Out
1%" Minimum distance from 1" Minimum distance from

/D) 6 Track System

(38) screw to edge of concrete.

8/ Flush Sill

12" Bottom Rail

Details have been optimized for use in architectural software and do not match manufacturing specifications.
Dimensions in parentheses are in millimeters.

See Pages 13 Thru 16 for Options and Accessories

Andersen Windows, Inc. reserves the right to change drawing specifications without notice.

(38) screw to edge of concrete.
/E\ 7 Track System

©

.8/ Flushsill

12" Bottom Rail

Date: 02/26/17
Scale: 1 1/2" (38) = 1' (305)
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Big Doors

IMPORTANT

For more detailed
information pertaining to
product application. See

MultiGlide™ Door
Installation Site
Specifications and
General Product

Information.
Rough Opening
Unit Dimension
A UE N 44y 2w
(13) (47)[ (119) ( (66) (13)
= -
| P iy
NS e
N { 1’ Track Centerline | ’F 3
e
2%" 17/8u
(66) 47)
/A 2 Panel
\9/ 3 Track System
Notes:

Details have been optimized for use in architectural software and do not match manufacturing specifications.

Dimensions in parentheses are in millimeters.
See Pages 13 Thru 16 for Options and Accessories
Andersen Windows, Inc. reserves the right to change drawing specifications without notice.

MultiGlide™ Door - Traditional Clad
Exterior Stacking with Single Insect Screen COLLECTION :

1/2u

Andersen. s

ARCHITECTURAL

Rough Opening

Unit Dimension

T

10%" Jamb Depth

(264)

41y w2
(119) I (66) (13)

SO il

/B 3Panel

X8/ 4 Track System

Date: 02/26/17
Scale: 1 1/2" (38) = 1' (305)
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Big Doors Andersen. s

MultiGlide™ Door - Traditional Clad ARCHITECTURAL
Exterior Stacking with Single Insect Screen COLLECTION it
IMPORTANT
For more detailed
information pertaining to
product application. See
MultiGlide™ Door
Installation Site
Specifications and
General Product
Information.
Rough Opening
Unit Dimension
1/2u 17/8” R 1/u
(13) (47)[ (13)
>
E=1
(=1
a
o « =
|l ST |
< i ne, ¢
B CANNW g ————
= -
B B B B Track Centerlines [T
-
2%u 17/8"
(66) (47)
/A 4 Panel
\10/ 5 Track System
Notes:
Details have been optimized for use in architectural software and do not match manufacturing specifications.
Dimensions in parentheses are in millimeters. Date: 02/26/17
See Pages 13 Thru 16 for Options and Accessories Scale: 11/2"(38) = 1'(305)
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Big Doors Andersen. s

MultiGlide™ Door - Traditional Clad ARCHITECTURAL
Exterior Stacking with Single Insect Screen COLLECTION i

IMPORTANT

For more detailed
information pertaining to
product application. See

MultiGlide™ Door
Installation Site
Specifications and
General Product

Information.
Rough Opening
Unit Dimension
A 1%,
(13) (47) I
>
=
o
J<
a
o
£
=]
5 N
>|o
42 A 'y
| -
£ SN 1]
TrackCenterl'nes
-~ — —
2% 1%
(66) (47)
/A 5 Panel
\41/ 6 Track System
Notes:
Details have been optimized for use in architectural software and do not match manufacturing specifications.
Dimensions in parentheses are in millimeters. Date: 02/26/17
Scale: 11/2"(38) = 1'(305)

See Pages 13 Thru 16 for Options and Accessories
Andersen Windows, Inc. reserves the right to change drawing specifications without notice.
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Big Doors Andersen. s

MultiGlide™ Door - Traditional Clad ARCHITECTURAL
Exterior Stacking with Single Insect Screen COLLECTION i

IMPORTANT

For more detailed
information pertaining to
product application. See

MultiGlide™ Door
Installation Site
Specifications and
General Product
Information.

Rough Opening

Unit Dimension

e T 5

71T ]

1-5%" Jamb Depth
(454)
TR T

2l

UDLb;

/A 6 Panel

\12/ 7 Track System

Notes:

Details have been optimized for use in architectural software and do not match manufacturing specifications.
Dimensions in parentheses are in millimeters. Date: 02/26/17

See Pages 13 Thru 16 for Options and Accessories Scale: 11/2"(38) = 1' (305)
Andersen Windows, Inc. reserves the right to change drawing specifications without notice. ‘File:‘ AC ‘Big Doors ‘ Sections ‘ MultiGlide ‘TC'ES-SS Page 12 of 16
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Big Doors

IMPORTANT

For more detailed
information pertaining to
product application. See

MultiGlide™ Door
Installation Site

General Product
Information.

Specifications and

2%
(70)

1/4u
7

3 @&

MultiGlide™ Door - Traditional Clad
Exterior Stacking with Single Insect Screen

oo
X2
—_ AV
)
X e
— SN
Qe
=
S
I
©|=
BN
<

Rough Opening
Unit Dimension
Unobstructed

| Glass

/B Head

/A Head
\83/ 419" Rail

\43/ Insect Screen

Rough Opening

Unit Dimension

Unobstructed
Glass

) 4"
(119)

SR | AT |

s “ds
J= Exi
oS | e
~ N>
Finished Floor

Floor

52

m On-Floor Drainage Sill

11/2n
(38)
%u

6)

/E On-Floor Drainage Sill

/D Flush Sill

\13/ Insect Screen

Notes:

\13/ Insect Screen \13/ 413" Rail

Details have been optimized for use in architectural software and do not match manufacturing specifications.

Dimensions in parentheses are in millimeters.

Andersen Windows, Inc. reserves the right to change drawing specifications without notice.

Andersen.

ARCHITECTURAL

COLLECTION

Rough Opening

Unit Dimension

Unobstructed
Glass

411/16"
(119)

69"
158)

1/4“
(6)
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IMPORTANT

For more detailed
information pertaining to
product application. See

MultiGlide™ Door
Installation Site
Specifications and
General Product
Information.
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Details have been optimized for use in architectural software and do not match manufacturing specifications.

Dimensions in parentheses are in millimeters.
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