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E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Parts Illlustration

Parts lllustration

E-Series Single-Hung Arch Window Unit Parts

Unit viewed from interior

E-Series Single-Hung & Arch Windows (2007 to Present) - 3



W I N D O W S .‘ANDERSEN”

WINDOWS & DOORS

Parts lllustration

Colors - Exterior

Note:
(*) Annodized Finishes

Colony White White Abalone Balsa White

Canvas Maple Syrup Harvest Gold Prairie Grass

Flagstone Sandtone Pebble Tan Carmel Terratone Hot Chocolate Bourbon

Acorn Coffee Bean Cocoa Bean Sierra Bronze Dark Bronze Clay Canyon Red Rock

Cardinal Bing Cherry Fire Engine Red Cinnamon Toast Olive Sage Billiard Green

Moss Forest Green Mallard Green Spearmint Aquamarine Patina Sky Blue

Country Blue Blue Denim Watercolor Blue Caribbean Blue Slate Moody Blue Stormy Blue

Dove Gray Harbor Mist Yorktown Pewter Smokey Gray Mystic Gray Dark Ash Black

Light Bronze* Champagne* Clear Anodized* Black Dark Bronze* Copper* Medium Bronze*
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Standard Windows

Parts lllustration

Colors/Species/Finishes - Interior

Species Interior Options

,4
:

4

8

Pine Mixed Grain

Maple
Douglas Fir
. . VI‘
!
Walnut Alder Hickory Mahogany °
i
A \ “
| \ |
I i
il j;
1
il
Vertical Grain Cherry White Oak
Douglas Fir

Stained Interior Options

Clear Coat Wheat Autumn Oak Golden Hickory Honey

Cinnamon Russet Mocha Espresso

Painted Interior Options

White Birch Bark Primed Canvas Sandtone Terratone Forest Green

Dark Bronze Dove Gray Prairie Grass Red Rock Cocoa Bean Black Anodized Silver *
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Unit Sizes

Standard and Custom Window Sizes

Note:

E-Series Single-Hung Windows are available in standard sizes (see standard size charts, page 7). Replacement parts for some
standard windows can be ordered using the numbers listed in this catalog. Many replacement parts for standard windows are
made to order. These items are ordered using the Product ID found on the identification label and a description of the part
needed. See Service Guide 9051877.

E-Series Single-Hung Windows are also available in custom sizes in 1/8” increments between the smallest and the largest
standard sizes. Most replacement parts for custom-sized windows are made to order and can be ordered with the Product ID
found on the identification label and a description of the part needed. See Service Guide 9051877.

E Series Product Label

Note:

Every E-Series Single-Hung Window will have an identification label or glass etching containing a unique Product ID. The
Product ID on E-Series Single-Hung Window will be located at the top of the window frame or etched into the glass. See Service
Guide 9051877. The Product ID may be up to 14 digits long (excluding hyphens), depending on the age of the unit. Replacement
parts will also get their own unique Product ID. When ordering replacement parts, providing the Product ID ensures that
replacement parts match the specifications.

. . . _ N Mie Dster 3-3-82
g oL MAY HAYE FOCrWJ-CERBBLASISS22 HeNcEDH 100 L2S1IA-ECHER
\ idersen m E-Series Double-Hung CF +38s-c2

gilass |.§~P6530 Size testea 40.0x84 . 0an"
e L, = Ig:: 23 .8750x 80,2500 2 T END-N-171-B1525- i
!':‘_@ BT nazwon -Sis;mw.' Extarize 2, Bwn .?r?- Intarior &, Sme ‘:'5\ i T B

il A Serial Numbsr: MEWH220-033020-0002 FermaRe
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Standard Windows

Unit Sizes

Unit Size Chart - Standard Windows

Note:
Unit Dimension refers to overall outside-to-outside frame. See additional arch sizes on page eight, page nine and page ten. See
current unit Product Details.
Arch Single-Hung Window Sizes
2.0 1" 40 15" 2.4 1," 4815 216 1" 5.0 2" NO‘I.'ES ) o . .
210" 410" 214" 28" 216" 5.0 Units may b.e orde.red with sash Ilf?s if desired. Units
o 3'0" and wider will use two sash lifts.
./ 3'-0"RAD 6'-0" RAD 3'-0" RAD 6'-0" RAD 3'-0" RAD 6'-0" RAD
< N Bottom sash operates up and down and tilts inward for
X, m 7 == [‘s% leaning, top sash is fixed.
o =]
=™ Il I If glass is positioned within 18" of the finished floor,
safety/tempered glass may be required. Local codes
TCLRDH2630 TCLRDH2630-2 may differ. Verify tempered glass requir ts with
N 5 — o your local building code official.
:; "‘ H: :: Use structural joining material when necessary or
LR quired by code.
TCLRDH2634 TCLRDH2634-2 The light patterns illustrated apply to rect:
— = — removable interior wood grilles, Full Divided Light,
%, (- r S| Simulated Divided Light, Decorelle 100, 150 and 400
sl% JIELL L Il andFinelight ™ Grilles-Between-the-Glass. All bl
- T Il Il 1i interior wood grilles will be installed in the units unless
=J| L; =J| otherwise specified.
TCLRDH2040 TCLRDH2040-2 TCLRDH2440 TCLRDH2440-2 TCLRDH2640 TCLRDH2640-2
- For a metric conversion in millimeters, multiply
) i T §I dimensions in inches by 25.4.
2; ‘° Il Ji Il FORMULA FOR COMBINATION WINDOWS
=T |" || || The overall frame dimension (both width and height)
! is equal to the sum of the individual unit frame
= dimensions plus joining material dimension(s).
TCLRDH2046 TCLRDH2046-2 TCLRDH2446 TCLRDH2446-2 TCLRDH2646 TCLRDH2646-2
= e — The overall rough opening (both width and height) is
= .. .. “ equal to the overall frame dimensions plus 1/4" on
Zls L | all sides.
ol == == ([
TCLRDH2050-2 TCLRDH2450 TCLRDH2450-2 TCLRDH2650 TCLRDH2650-2
e — | f;:: =:ﬁ|
e I Ll L ]
nlw
® I 1
) TCLRDH2651 TCLRDH2651-2
e ILLLY
Bl L
TCLRDH2656 TCLRDH2656-2
I
| (mmn|
Y [
o|® (I
Il J]l
TCLRDH2060 TCLRDH2060-2 TCLRDH2460 TCLRDH2460-2 TCLRDH2660 TCLRDH2660-2
E-Series Single-Hung Windows Unit Sizes
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Unit Sizes

Unit Size Chart - Standard Windows

Note:
Unit Dimension refers to overall outside-to-outside frame. See current unit Product Details.

Arch Single-Hung Window Sizes (continued)

2812 54t 30 607 327 647
28" 54" 3-0" 6-0" 32" 64"
3'-0" RAD 6'-0" RAD 3'-0" RAD 6'-0" RAD 3'-0" RAD 6'-0" RAD
i = = _— — =
s aa= B8 = =y |
Gk | EH | | B2
2 TCLRDH3030-2 TCLRDH3230

]/

—

34l
T

A\

Ji

]

(] %

\\

Ji

)

48y
46"
N\
)
/)
[ ;
\\
)|
)
A\
[ 1] [
)
)
A\
/

TCLRDH2834 TCLRDH2834-2

HH R

\\
)
)
\\
Vi
//

4'-0 Y2

2 TCLRDH3240 TCLRDH3240-2

2 TCLRDH3246 TCLRDH3246-2
— = ~
= TS

Vi
/)

A1

504
5-0"
A\
)
)/
[
A\

TCLRDH2850 TCLRDH2850-2 TCLRDH3050 TCLRDH3050-2 TCLRDH3250 TCLRDH3250-2

= RS

511
51
I
|
I
|
\

TCLRDH2851 TCLRDH2851-2 TCLRDH3051 TCLRDH3051-2 TCLRDH3251 TCLRDH3251-2
— — _— . == _= =
= > Ty
| [
©l® -
i EHE
TCLRDH3056-2 TCLRDH3256 TCLRDH3256-2
= D = —~
% % 1 (\ i i
TCLRDH2860 TCLRDH2860-2 TCLRDH3060 TCLRDH3060-2 TCLRDH3260 TCLRDH3260-2

NOTES
Units may be ordered with sash lifts if desired. Units 3'0" and wider will use two sash lifts.

Bottom sash operates up and down and tilts inward for cleaning. Top sash is fixed.

If glass is positioned within 18" of the finished floor, safety/tempered glass may be required. Local codes may differ. Verify tempered glass requirements
with your local building code official.

Use structural joining material when necessary or required by code.

The light patterns il apply to interior wood grilles, Full Divided Light, Simulated Divided Light, Decorelle 100, 150 and 400
and Finelight ™ Grilles-Betv the-Glass. All interior wood grilles will be installed in the units unless otherwise specified.
For a metric ion in millimeters, iply di ions in inches by 25.4.

FORMULA FOR COMBINATION WINDOWS
The overall frame dimension (both width and height) is equal to the sum of the individual unit frame dimensions plus joining material dimension(s).

The overall rough opening (both width and height) is equal to the overall frame dimensions plus 1/4" on all sides.

E-Series Single-Hung Windows Unit Sizes
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Standard Windows

Unit Sizes

Unit Size Chart - Standard Windows

Note:
Unit Dimension refers to overall outside-to-outside frame. See current unit Product Details.

Arch Reverse Cottage Single-Hung Window Sizes

2017 4017 241, 481" 2.6 17 5017 NOTES
210" 410" 21.4n 48" 216" 50" Units may be ordered with sash lifts if desired. Units
3'0" and wider will use two sash lifts.

%‘e(;;_,. 3'-0" RAD 6'-0"RAD 3'-0"RAD 6'-0"RAD 3'-0" RAD 6'-0" RAD
Bottom sash operates up and down and tilts inward

for cleaning. Top sash is fixed.

If glass is positioned within 18" of the finished floor,
safety/tempered glass may be required. Local codes
may differ. Verify tempered glass requirements with
your local building code official.

461"
4'.6"

Use structural joining material when necessary or
required by code.

The light patterns illustrated apply to rectangular
removable interior wood grilles, Full Divided Light,
Simulated Divided Light, Decorelle 100, 150 and

400 and Finelight™ Grilles-Between-the-Glass. All
removable interior wood grilles will be installed in the
— == units unless otherwise specified.

5'.Q"

5'-0 /2"

For a metric conversion in millimeters, multiply
Il dimensionsin inches by 25.4.

54"

5'-1 1"

FORMULA FOR COMBINATION WINDOWS

The overall frame dimension (both width and height)
1 12 is equal to the sum of the individual unit frame
dimensions plus joining material dimension(s).

The overall rough opening (both width and height) is
equal to the overall frame dimensions plus 1/4" on
all sides.

5'.6"

5'-6 12"

6'-0 /2"
6'-0"

E-Series Single-Hung Windows Unit Sizes
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Unit Sizes

Unit Size Chart - Standard Windows

Note:
Unit Dimension refers to overall outside-to-outside frame. See current unit Product Details.

Arch Reverse Cottage Single-Hung Window Sizes

2815 5.4 15 3.0 12" 6'-0 1" 321 6'-41/" NOTES
218" 514" 30" 60" 3.9n 64" Uni!s may b.e ordered with_sash !ifts if
(Y desired. Units 3'0" and wider will use two
Q"Q?’ 3'-0" RAD 6'-0" RAD 3'-0" RAD 6'-0" RAD 3'-0" RAD 6'-0" RAD sash lifts.
_ . _— . = /é ~_ Bottom sash operates up and down
- I [ I [ Il (I and tilts inward for cleaning. Top sash
ol® Il | II | I (. is fixed.
==
- [t 1 It I!I ”L 1| L If glass is positioned within 18" of the
— — — finished floor, safety/tempered glass may
TeL Tel ToL 46 TCLRDH3246-2 be required. Local codes may differ. Verify
— — == tempered glass requirements with your
B I H H} H [t 1l & local building code official.
° : Il I il I Il ]| Use structural joining material when
in I I I I I ] y or required by code.
H M The light patterns illustrated apply to
TCLRDH2850 TCLRDH2850-2 TCLRDH3050 TCLRDH3050-2 TCLRDH3250 TCLRDH3250-2 rectangular removable interior wood
— — — — grilles, Full Divided Light, Simulated
. [ | Il Divided Light, Decorelle 100, 150 and
32 | i Il If Il 400 and Finelight ™ Grilles-Between-the-
in | Il I Il ]| Glass. All removable interior wood grilles
| Il I I ] will be installed in the units unless
H’ H’ otherwise specified.
TCLRDH3051 TCLRDH3051-2 TCLRDH3251 TCLRDH3251-2 For a metric conversion in millimeters,
— ﬂ — /4 = multiply dimensions in inches by 25.4.
W, Il Il I .| FORMULA FOR COMBINATION WINDOWS
o|® Il | I Il The overall frame dimension (both width
| "| || || || || and height) is equal to the sum of the
|| || || individual unit frame dimensions plus
I joining material dimension(s).
TCL TCLRDH3256 TCLRDH3256-2
- _ The overall rough opening (both width
il and height) is equal to the overall frame
Il dimensions plus 1/4" on all sides.
(|
2|2 (| f
° I |

TCL TCL 2 TCLRDH3060 TCL 2 TCL TCLRDH3260-2

E-Series Single-Hung Windows Unit Sizes
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E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Unit Sizes

Unit Size Chart - Standard Windows (Continued)

Note:

Unit Dimension refers to overall outside-to-outside frame. Monumental Single-Hung sizes shown. See Sash Size Table.
See latest unit Size Grid.

See Measuring Visible Glass Video.

Monumental Single-Hung Window Sizes

T8 20ve 24V 2eve 28 30 32" A 8 0"
e 20 2 an 26 28 o 3o a4 e o
o
A
4

XL
oy
| % % % %

1880 2080 2480 2680 2880 30801 32801 34801 3880 40801
o2
2le

188 2086 2486 2686 2886 30861 32861 3486 1 3886 1 4086 1
|2
| % % % %

1890 2090 2490 2690 2890 30901 32001 34901 38901 40901
e
ola

1896 2096 2496 2696 2896 3096 1 3206+ 34961 3896 1 40961
o|2
52

18100 20100 24100 26100 28100 301001 321001 34100 38100 401001

NOTES

1 These units meet or exceed the following dimensions: Clear Opening Area 5.7 sq. ft., Clear Opening Width 20", Clear Opening Height 24" and 44"
maximum floor to sill height (with standard 6' 10 1/2" structural header height). See your local code official for requirements in your area.

Units may be ordered with sash lifts if desired. Units 3'0" and wider will use two sash lifts.
Bottom sash operates up and down but does not tilt. Top sash is fixed.
Units equal to or greater than 8'0" tall are limited to 24" of clear opening height.

Sash Ratio: Standard units are equal sash. However, Cottage and Reverse Cottage are available as an option with some limitations. Contact your local
supplier for more information.

E-Series Single-Hung Windows Unit Sizes
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Unit Sizes

nit Size Cha

Note:

Unit Dimension refers to overall outside-to-outside frame. Monumental Single-Hung sizes shown.
See latest unit Size Grid.

See Measuring Visible Glass Video.

Standard Windows (Continued)

ANDERSEN

WINDOWS & DOORS

Monumental Single-Hung Window Sizes

A T8 Yo ve i 504" 264" 50
T PPY) o o 5o Ty 5o
e
ol
TCLMDH5056 1 B
=N b
B
XL
=|2
2le
TCLMDHA4680 TCLMDH5080 1
TCLMDH4660 TCLMDH5060 1
N ©|®
wl® @
ole
TCLMDH4066  TCLMDHA4G66 TCLMDH5066 1 ToLMDHAGBeT ToMDHB038 T
5 .
°lx B
~ s
2la
TCLMDH3870+  TCLMDH4070t  TCLMDH46701 TCLMDH5070 1
TCLMDH4690 “TCLMDH50907
ol
2l
ole
2la
TCLMDH34761  TCLMDH38761  TCLMDH40761  TCLMDH46761 TCLMDH5076
TCLMDH4696
NOTES

t These units meet or exceed the following dimensions: Clear Opening Area 5.7 sq. ft., Clear Opening Width 20", Clear Opening Height 24" and 44"
maximum floor to sill height (with standard 6'10 1/2" structural header height). See your local code official for requirements in your area.

Units may be ordered with sash lifts if desired. Units 3'0" and wider will use two sash lifts.
Bottom sash operates up and down but does not tilt. Top sash is fixed.
Units equal to or greater than 8'0" tall are limited to 24" of clear opening height.

Sash Ratio: Standard units are equal sash. However, Cottage and Reverse Cottage are available as an option with some limitations. Contact your local
supplier for more information.

If glass is positioned within 18" of the finished floor, safety/tempered glass may be required. Local codes may differ. Verify tempered glass requirements
with your local building code official.

Use structural joining material when necessary or required by code.

The light patterns i apply to interior wood grilles, Full Divided Light, Simulated Divided Light, Decorelle 100, 150 and 400
and Finelight ™ Grilles-Betv the-Glass. All interior wood grilles will be installed in the units unless otherwise specified.

For a metric conversion in millimeters, multiply dimensions in inches by 25.4.

FORMULA FOR COMBINATION WINDOWS
The overall frame dimension (both width and height) is equal to the sum of the individual unit frame dimensions plus joining material dimension(s).

The overall rough opening (both width and height) is equal to the overall frame dimensions plus 1/4" on all sides.

E-Series Single-Hung Windows Unit Sizes
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Standard Windows

Product History

Product History

2022 White Oak introduced
2022 Stormwatch® (not shown in catalog) discontinued. See Bulletin 80-21 for more detail.
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Sash Size Table

'
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Note:

Upper and Lower Sash is measured outside edge to outside edge of sash frame.

Unobstructed Glass is measured from outside edge to outside edge of visible glass only
Even single-hung sash dimensions shown. See FS00305 (Single-Hung Radius) for additional dimensional detail.

Sash Size Table (SH) - Upper Sash

Sash Size Table (SH) - Lower Sash

Overall Unobstructed Overall Unobstructed
Upper Sash Glass Lower Sash Glass
Unit No. wx h wx h wx h wx h
TCLDH1830 16 3/16 X 16 19/, 12 15,5 x 13 16 3/,5 x 18 Z7/g, 12 15/,5x 13
TCLDH1834 16 3/,6 X 18 19/, 12 18/,5x 15 16 316 X 20 Z/g, 12 15/,5x 15
TCLDH1838 16 316 X 20 19/, 12 18/, x 17 16 3/, X 22 77/, 12 15/, x 17
TCLDH1840 16 3/,6 X 22 19, 12 15/,5x 19 16 316 X 24 2, 12 15/,5x 19
TCLDH1846 16 316 X 25 19/, 12 15/, x 22 16 3/, X 27 77/g, 12 15/, x 22
TCLDH1848 16 3/,6 X 26 19/, 12 15/,5 x 23 16 3/, X 28 2/, 12 15/, x 23
18 TCLDH1849 16 3/16 X 26 5/, 12 15/, x 23 1/, 16 3/, x 28 5%, 12 18/,6 x 23 '/,
TCLDH1850 16 3/,5 X 28 19, 12 18/, x 25 16 316 X 30 2/, 12 15/,4 x 25
TCLDH1851 16 /16 X 28 5/, 12 1%/,4 x 25 1/, 16 316 x 30 5/, 12 15/, x 25 1/,
TCLDH1856 16 3,6 x 31 19, 12 15/,4 x 28 16 3,6 X 33 2/, 12 15/,4 x 28
TCLDH1860 16 316 x 34 19/, 12 15/,5 x 31 16 3/, x 36 ?/g, 12 15/,5 x 31
TCLDH1866 16 3/, X 37 19, 12 15/, x 34 16 316 X 39 2/, 12 15/,4 x 34
TCLDH1870 16 316 X 40 9/, 12 15/, x 37 16 3/,5 x 42 77/, 12 15/, x 37
TCLDH1876 16 316 X 43 "%, 12 15/,4 x 40 16 3,5 X 45 2/, 12 15/,4 x 40
TCLDH2030 203/, X 16 "9/g, 16 1%/,4 x 13 20 3/,5 x 18 2/, 16 5/, x 13
TCLDH2034 203/, x 18 "9, 16 1%/,4 x 15 20 3/,5 x 20 %/, 16 5/, x 15
TCLDH2038 20 3/,5 x 20 "%/, 16 %/, x 17 203/, X 22 27/, 16 15/, x 17
TCLDH2040 203/, x 22 19, 16 15/,5 x 19 20 3/,4 x 24 27, 16 5/, x 19
TCLDH2046 20 3/,5 x 25 19, 16 15/,5 x 22 20 3/, X 27 27/, 16 15/,5 x 22
TCLDH2048 20316 X 26 "%/g, 16 15/, x 23 20 3/,4 x 28 27/, 16 5/, x 23
20 TCLDH2049 20 3/16 X 26 5'/g, 16 15/, x 23 1/, 20 3/, x 28 /g, 16 15/, x 23 1/,
TCLDH2050 203/, x 28 "9, 16 15/, x 25 20 3/,5 x 30 %/, 16 15/, x 25
TCLDH2051 20 3/,5 X 28 5/, 16 15/, x 25 1/, 20 3/, X 30 /g, 16 15/, x 25 1/,
TCLDH2056 203/, x 31 19, 16 15/,5 x 28 20 3/,4 x 33 27/, 16 15/,4 x 28
TCLDH2060 20 3/,5 x 34 19, 16 15/,5 x 31 20 3/16 X 36 /g, 16 15/,5 x 31
TCLDH2066 203/, % 37 1%, 16 '5/,5 x 34 20 3/,4 x 39 /g, 16 5/,5 x 34
TCLDH2070 20 3/, X 40 "%/, 16 1%/, x 37 20 3,4 x 42 27/, 16 15/,4 x 37
TCLDH2076 203/, x 43 "9, 16 15/, x 40 20 3/,5 x 45 27/, 16 15/,4 x 40
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E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Sash
Sash Size Table (SH) - Upper Sash Sash Size Table (SH) - Lower Sash
Overall Unobstructed Overall Unobstructed
Upper Sash Glass Lower Sash Glass
Unit No. wx h wx h wx h wx h
TCLDH2430 24316 x 16 1%/g, 20 19/,4x 13 24 3,5 x 18 27/, 20 20/, x 13
TCLDH2434 243/, x 18 "%/g, 20 "%/, x 15 24 3,5 x 20 77/, 20 "8/, x 15
TCLDH2438 24 3,6 % 20 "%/g, 20 "%/, x 17 24 3,5 x 22 27, 20 "8/, x 17
TCLDH2440 24 3),6 % 22 1%, 20 "%/,5x 19 24 3,4 x 24 27, 20 "®/,5x 19
TCLDH2446 24 3/,5 % 25 1%, 20 '%/,5 x 22 24 3,6 x 27 27, 20 "%/,5 x 22
TCLDH2448 24 3],5 x 26 9, 20 '%/,5 x 23 24 3,5 x 28 27, 20 "8/,5 x 23
24 TCLDH2449 24315 % 26 /g, 20 1%/, x 23 1/, 24 3/,5 x 28 /g, 20 "5/, x 23 '/,
TCLDH2450 243/,5 % 28 "%, 20 '%/,4 x 25 24 3,5 x 30 7/, 20 "8/,4 x 25
TCLDH2451 24 3,5 % 28 5/, 20 '9/,4x 25 1/, 24 3/,5 x 30 /g, 20 19,4 x 25 1/,
TCLDH2456 24 3/,6x 31 1%, 20 '%/,5 x 28 24 3,6 x 33 27, 20 "%/,5 x 28
TCLDH2460 243/ ,5x 34 1%, 20 "%/,5 x 31 24 3,6 x 36 g, 20 "%/,5 x 31
TCLDH2466 24 3], x 37 19, 20 '%/,5 x 34 24 3,5 x 39 77/, 20 "%/,5 x 34
TCLDH2470 243/, x 40 %/, 20 '%/,5 x 37 24 3,5 x 42 27, 20 "8/,5 x 37
TCLDH2476 243/, x 43 "%, 20 '%/,5 x 40 24 3,5 x 4527, 20 "8/,5 x 40
TCLDH2630 26 3/, x 16 "9/g, 22 15/,4x 13 26 3,5 X 18 27/, 22 15/, x 13
TCLDH2634 26 3,5 x 18 1%/, 22 '%,5x 15 26 3,4 x 20 77/, 22 "%/,5x 15
TCLDH2638 26 315 % 20 "%/g, 22 1%/, x 17 26 3/, X 22 27/, 22 1%/, x 17
TCLDH2640 26 3/, x 22 19, 22 '%,5x 19 26 3,4 x 24 27/, 22 "%/,5x 19
TCLDH2646 26 3/16 X 25 "9, 22 15/,5 x 22 26 3/, X 27 27/, 22 18/,5 x 22
TCLDH2648 26 315X 26 "%/g, 22 '8/, x 23 26 3/, x 28 27/, 22 "8/, x 23
26 TCLDH2649 26 3/15 X 26 5/, 22 15,4 x 23 1/, 26 3/,5 X 28 %¢, 22 1%/, x 23 "/,
TCLDH2650 26 3,5 % 28 1%, 22 '8/, x 25 26 3/,6 x 30 7/, 22 "%/, x 25
TCLDH2651 26 3/, % 28 5/, 22 1%/,5x 25 1/, 26 3/, X 30 /g, 22 1%/, x 25 1/,
TCLDH2656 26 3/, x 31 19, 22 '8/,5 x 28 26 3,4 x 33 77/, 22 '5/,5 x 28
TCLDH2660 26 3/, x 34 19, 22 15,5 x 31 26 3/,5 X 36 /g, 22 15/,5 x 31
TCLDH2666 26 3/, X 37 "9, 22 15,4 x 34 26 3,5 X 39 77/, 22 '5/,5 x 34
TCLDH2670 26 3/, X 40 "9/, 22 18/,5 x 37 26 3,5 x 42 27/, 22 18/,5 x 37
TCLDH2676 26 3,5 x 43 1%, 22 "%/, x 40 26 3/,4 x 45 %7/, 22 "5/, x 40
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WoN D oW s M VANDERSEN
Sash
Sash Size Table (SH) - Upper Sash Sash Size Table (SH) - Lower Sash
Overall Unobstructed Overall Unobstructed
Upper Sash Glass Lower Sash Glass
Unit No. wx h wx h wx h wx h

TCLDH2830 28 316 x 16 1%/g, 24 %% x 13 28 3/, x 18 7/, 24 5,6 x 13
TCLDH2834 283,65 x 18 1%/, 24 %%, x 15 28 3/, x 20 7y, 24 5/, x 15
TCLDH2838 28 315 % 20 "%/, 24 1%/, x 17 28 3/, X 22 27/, 24 1%/, x 17
TCLDH2840 28 3,6 % 22 1%, 24 '%,5x 19 28 3,4 x 24 27, 24 '5/,5x 19
TCLDH2846 28 315 % 25 19, 24 15/,5 x 22 28 3/, X 27 27/, 24 15,6 x 22
TCLDH2348 28 3/,5 X 26 %/, 24 15,4 x 23 28 3/,5 x 28 7, 24 '5/,4 x 23

28 TCLDH2849 28 316 X 26 /g4 24 1%/,5 x 23 1/, 28 3/,5 x 28 5, 24 15,4 x 23 1/,
TCLDH2850 28 3,5 x 28 1%, 24 '%/,5 x 25 283/, x 30 /g, 24 15,5 x 25

TCLDH2851 28 3/, % 28 5/, 24 1%/, x 25 1/, 28 3/, X 30 ¥/, 24 1%/, x 25 1/,
TCLDH2856 28316 x 31 1%, 24 '5/,5 x 28 28 3,6 x 33 77/, 24 15/,5 x 28
TCLDH2860 28 315 % 34 19, 24 15/,5 x 31 28 3/, X 36 /g, 24 15/, x 31
TCLDH2866 28 3/, x 37 ¥, 24 15/, x 34 28 3,5 x 39 7/, 24 15,5 x 34
TCLDH2870 28 315 x 40 %/, 24 15/, x 37 28 3/, x 42 7, 24 15,6 x 37
TCLDH2876 28 3/,6x 43 1%, 24 '%/,5 x 40 28 3/, x 45 77, 24 15,5 x 40
TCLDH21030 303/, X 16 19/, 26 "%/, x 13 303/, x 18 27/, 26 %/, x 13
TCLDH21034 303/, x 18 9/, 26 "%/, x 15 303/, x 20 /g, 26 "%/, x 15
TCLDH21038 30 3/,6 X 20 "9/g, 26 "%/, x 17 30 3/, X 22 27/, 26 %/, x 17
TCLDH21040 30 3,6 x 22 %, 26 "%/, x 19 30 3,5 x 24 77, 26 %/, x 19
TCLDH21046 30 3/, x 25 %, 26 '%/,5 x 22 30 3,6 x 27 7, 26 9/, x 22
TCLDH21048 303/, X 26 "%/, 26 '%/,5 x 23 30 3/, X 28 27/, 26 "%/,5 x 23

210 TCLDH21049 30 3/,6 X 26 5'/g, 26 '%/,5 x 23 1/, 30 3/ X 28 %/, 26 1%/,5 x 23 '/,
TCLDH21050 303/, x 28 9/g, 26 '%/,5 x 25 303/, X 30 /g, 26 "%/,5 x 25

TCLDH21051 30 3/,6 X 28 51/g, 26 1%/, x 25 1/, 30 /46 X 30 /g, 26 %/, x 25/,
TCLDH21056 30 3,6 x 31 1%, 26 '®/,5 x 28 30 3/ X 33 27/, 26 5/, x 28
TCLDH21060 30 3/16 X 34 9/g, 26 '%/,5 x 31 30 /16 X 36 /g, 26 '°/,5 x 31
TCLDH21066 303/, x 37 "%/, 26 '%/,5 x 34 30 3/, X 39 /g, 26 '°/,5 x 34
TCLDH21070 30 3/,6 X 40 "9/, 26 '%/,5 x 37 30 3/, x 42 27/, 26 '%/,5 x 37
TCLDH21076 303/, x 43 9/, 26 '%/,5 x 40 303/, x 45 27/, 26 %/, x 40

16 - E-Series Single-Hung & Arch Windows (2007 to Present)




E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Sash
Sash Size Table (SH) - Upper Sash Sash Size Table (SH) - Lower Sash
Overall Unobstructed Overall Unobstructed
Upper Sash Glass Lower Sash Glass
Unit No. wx h wx h wx h wx h
TCLDH3030 32315 x 16 9/, 28 15,4 x 13 323/, x 18 2/, 28 15,4 x 13
TCLDH3034 323/,5x 18 9/, 28 '5/,, x 15 323,420 7/, 28 "8/,5 x 15
TCLDH3038 323/, x 20 "9/, 28 18/, x 17 3234 X 22 27, 28 18/, x 17
TCLDH3040 323,46 x 22 9/g, 28 '%/,5x 19 323/,4x 24 %7, 28 "5/,5x 19
TCLDH3046 323/, x 25 9/, 28 15/,5 x 22 32316 X 27 27, 28 15/, x 22
TCLDH3048 323/, x 26 9/, 28 18/, x 23 3234 x 28 %, 28 18/,5 x 23
30 TCLDH3049 32 3/,5x 26 %'/g, 28 15/, x 23 1/, 32 3/,5 x 28 g, 28 15/, x 23 '/,
TCLDH3050 323/,5x 28 9/, 28 15,4 x 25 323/,5x 30 7/, 28 "5/,4 x 25
TCLDH3051 32 3/,5x 28 %/, 28 1%/, x 25 1/, 32 3/,5x 30 ¥/, 28 15,4 x 25 1/,
TCLDH3056 323/, x 31 /g, 28 '5/,5 x 28 323,46 x 33 %, 28 15/,5 x 28
TCLDH3060 323/, x 34 9/, 28 15/,5 x 31 323/, X 36 7/, 28 15/,5 x 31
TCLDH3066 323/,5x 37 9, 28 15/,5 x 34 323/,4x 39 %/, 28 15/,5 x 34
TCLDH3070 32 3/,5x 40 9/, 28 15/, x 37 32 3/,5x 42 ?7/g, 28 18/,5 x 37
TCLDH3076 323/,5 x 43 9/, 28 '5/,5 x 40 323/,sx 4527, 28 "5/,5 x 40
TCLDH3230 343/, x 16 9/, 30 15/,4x 13 343,65 x 18 2/, 30 15/, x 13
TCLDH3234 34 3,6 x 18 9/, 30 ¥/, x 15 34 3,6 x 20 77, 30 %/, x 15
TCLDH3238 34 3/, x 20 "9/g, 30 "%/, x 17 34 3,6 x 22 27/, 30 1%/,5 x 17
TCLDH3240 343/, x 22 19/, 30 "%/, x 19 34 3,4 x 24 27, 30 ¥/, x 19
TCLDH3246 34 3/,5 x 25 19/, 30 19/,6 x 22 34 3/, x 27 27/, 30 19/,5 x 22
TCLDH3248 343/, x 26 9/, 30 15/, x 23 34 3,5 x 28 27/, 30 1%/,4x 23
32 TCLDH3249 34 3/,5x 26 %'y, 30 1%/, x 23 1/, 34 3/, X 28 %/, 30 15/, x 23 1/,
TCLDH3250 343/, x 28 9/, 30 "%/,5 x 25 34 3,6 x 30 7/, 30 1%/,5x 25
TCLDH3251 34 3/, x 28 51/g, 30 "%/, x 25 1/, 34 3/, x 30 /g, 30 19,5 x 25 1/,
TCLDH3256 343/, x 31 19, 30 '%/,5 x 28 34 3,4 x 33 %, 30 1%/,5 x 28
TCLDH3260 34 3/, x 34 19/, 30 1%/,5 x 31 34 3/,5 x 36 /g, 30 1%/, x 31
TCLDH3266 34 3,5 x 37 9/, 30 15/, x 34 343,45 x 39 7/, 30 1%/,5 x 34
TCLDH3270 34 3/,5 x 40 "9/, 30 '®/,5 x 37 34 3,5 x 42 27/, 30 19/, x 37
TCLDH3276 34 3/,6 x 43 9/, 30 "%/,5 x 40 34 3/,4 x 4527, 30 1%/,5 x 40
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WoN D oW s M VANDERSEN
Sash
Sash Size Table (SH) - Upper Sash Sash Size Table (SH) - Lower Sash
Overall Unobstructed Overall Unobstructed
Upper Sash Glass Lower Sash Glass
Unit No. wx h wx h wx h wx h

TCLDH3430 36 3/16 X 16 9/, 32 %15 x 13 36 3/, X 18 27/, 32 1%/, x 13
TCLDH3434 36 3/, x 18 9/¢, 32 %5 x 15 36 3/, X 20 27/, 32 1%/,5x 15
TCLDH3438 36 3/,6 X 20 "9/g, 32 18,5 x 17 36 3/, X 22 27/, 32 15,5 x 17
TCLDH3440 36 3/, X 22 9/, 32 '%,5x 19 36 3/, X 24 27/, 32 1%/,5x 19
TCLDH3446 36 3/,6 X 25 19/, 32 18/,5x 22 36 316 X 27 27/, 32 15/, x 22
TCLDH3448 36 3,5 X 26 %/, 32 "%/, x 23 36 3,5 x 28 7/, 32 15/, x 23

34 TCLDH3449 36 3/16 X 26 %'/, 32 15/,6x 23 '/, 36 /16 X 28 ¥/, 32 1%/,5x 23 '/,
TCLDH3450 36 3/, X 28 9/g, 32 "%/, x 25 36 3/, X 30 /g, 3215/, x 25

TCLDH3451 36 3/,6 X 28 51/g, 32 1%/,5x 25 1/, 36 3/16 X 30 /g, 3215/, x 25 1/,
TCLDH3456 36 3/, x 31 9/g, 32 '%/,5 x 28 36 3/, X 33 77/, 32 15/,5x 28
TCLDH3460 36 3/,6 X 34 19/, 32 18/,5 x 31 36 3/16 X 36 27/, 32 15/, x 31
TCLDH3466 36 3/16 X 37 gy 32 '%/,5 x 34 36 316 X 39 /¢, 32 15/, x 34
TCLDH3470 36 3/16 X 40 9/, 32 1%/,5 x 37 36 /1 X 42 27/, 32 15/, x 37
TCLDH3476 36 3/, X 43 /g, 32 '%/,5 x 40 36 3/, X 45 27/, 32 1%/,5x 40
TCLDH3830 40 3/,5 x 16 19/, 36 %/, x 13 40 315 x 18 Zg, 36 1%/,5x 13
TCLDH3834 40 3,5 x 18 19, 36 "%/, x 15 40 316 x 20 Zg, 36 1%/, x 15
TCLDH3838 40 3/,5 x 20 19, 36 "%/, x 17 40 315 X 22 7, 36 %/, x 17
TCLDH3840 40 3,5 x 22 19, 36 %/, x 19 40 3/, x 24 7]y, 36 ¥/, x 19
TCLDH3846 40 3/, x 25 19/, 36 1%/, x 22 40 3/, X 27 7, 36 5/,6 x 22
TCLDH3848 40 3/, x 26 9/, 36 '%/,5 x 23 40 3/, x 28 77, 36 1%/,5 x 23

38 TCLDH3849 40 3,5 x 26 5'/g, 36 19,5 x 23 1/, 40 316 X 28 5/, 36 1%/,5 x 23 '/,
TCLDH3850 40 3/,5 x 28 19, 36 '%/,5 x 25 40 316 x 30 #/g, 36 1%/,5x 25

TCLDH3851 40 3,5 x 28 5/, 36 1%/, x 25 1/, 40 316 x 30 5, 36 %/, x 25 1/,
TCLDH3856 40 3/, x 31 19/, 36 '°/,5 x 28 40 %16 x 33 27/g, 36 1%/,5 x 28
TCLDH3860 40 3,5 x 34 19, 36 1%/, x 31 40 316 X 36 ?/g, 36 1%/, x 31
TCLDH3866 40 3,5 x 37 g, 36 '%/,5 x 34 40 316 x 39 7, 36 1%/,5 x 34
TCLDH3870 40 3/,5 x 40 19/, 36 '%/,5 x 37 40 315 x 42 77, 36 1%/, x 37
TCLDH3876 40 3/, x 43 19, 36 '%/,5 x 40 40 3,5 x 45 7, 36 5/, x 40
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E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Sash

Sash Size Table (SH) - Upper Sash

Sash Size Table (SH) - Lower Sash

Overall Unobstructed Overall Unobstructed
Upper Sash Glass Lower Sash Glass
Unit No. wx h wxh wx h wxh
TCLDH4030 44 3/, x 16 9/, 40 %/, x 13 44 3/, x 18 77/, 40 "%/,5x 13
TCLDH4034 44 3/, x 18 9/, 40 "%/, x 15 44 3,6 x 20 77/, 40 ¥/, x 15
TCLDH4038 44 3/, x 20 19/, 40 '8/,5 x 17 44 3,6 x 22 7/, 40 '%/,s x 17
TCLDH4040 44 3]s x 22 9/, 40 %/, x 19 44 3/, x 24 77/, 40 ¥/, x 19
TCLDH4046 44 3], x 25 19/, 40 %/,5x 22 44 3,5 x 27 ?7/g, 40 '%/,5 x 22
TCLDH4048 44 3]s X 26 19/, 40 %/, x 23 44 3,5 x 28 %7/, 40 "%/,5x 23
40 TCLDH4049 44 3/,5 x 26 %'/, 40 %/,4 x 23 1/, 44 3/,5 x 28 %, 40 9,6 x 23 1/,
TCLDH4050 44 3/,5 x 28 9/, 40 '%/,5 x 25 44 3,6 x 30 7/, 40 '%/,5x 25
TCLDH4051 44 3/,5 x 28 %/, 40 9,4 x 25 1/, 44 3/,5 x 30 59, 40 %/, x 25 1/,
TCLDH4056 44 3]s x 31 19/, 40 9/, x 28 44 3,6 x 33 %/, 40 "%/,5 x 28
TCLDH4060 44 3]s x 34 19/, 40 9/, x 31 44 3,6 x 36 %/, 40 "%/, x 31
TCLDH4066 44 3]s x 37 19/, 40 9,4 x 34 443/, x 39 %/, 40 '%/,5 x 34
TCLDH4070 44 3/, x 40 9/, 40 '8/, x 37 44 3,5 x 42 77/, 40 '3/, x 37
TCLDH4076 44 3/, x 43 9/, 40 '%/,5 x 40 44 3,5 x 45 77/, 40 '%/,5 x 40

E-Series Single-Hung & Arch Windows (2007 to Present) - 19




W I N D O W S .‘ANDERSEN”

WINDOWS & DOORS

Sash

Sash Graphic - Upper

Note:
See current sash Product Details. See FS00305.

~ o

Upper Sash

Keeper

Weatherstrip

Pivot Pin

Glass

Screw (Screen Retainer)
Screen Retainer

Glass Stop
End Plug (Half Screen)

©CONOORWN =
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E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Sash

Sash Options - Upper

Sash - Standard Window

Note:

Replacement sash for windows are made to order and can be configured through iQ. Current glazings replace previous vintage
glazings. Product ID label is located on the head jamb.

Low-E48 Low-E4® Sun 3
Andersene @w@ Andersene
VAW’ /&

W N

“!;,cs- R

Low-E4® Smartsun™ Low-E4® PassiveSun®
Anderseno @9 Andeuseno
NAW & VA
% U 6 AN '
/"K{} &9\ r&

Dual Pane Clear Special Product Reouest (SPR)

Ms‘se’m&é@’ Andersene
Vv A
%SEEVQ N
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% & @P

>SGCC XXXX
1G-XX Xmm MM/DD/YR
CAN/CGSB 12.1-M90

i DZl 41091

=
m
=
=
m
o
m
o=
<

6007 1'L6Z ISNV

Exterior color options:

Interior species/finish/color options:

Glass options (See Logo/Etching Examples):

Low-E4® Low-E4® HeatLock | Low-E4® Triple-
Pane

Low-E4® Low-E4® Smart-Sun | Low-E4® Smart-Sun

SmartSun™ HeatLock Triple-Pane

Low-E4® Passive Low-E4® Sun Heat- Low-E4® Enhanced

Sun Lock Triple-Pane

Low-E4® Sun 3

Low-E4® HeatlLock
Tempered

Low-E4® Smart-Sun
Enhanced Triple-
Pane

Low-E4® Tempered

Dual Pane Clear

Low-E4® Enhanced
Triple-Pane Heat-
Lock

Low-E4® SmartSun Cascade Low-E4® Smart-Sun

Tempered Enhanced Triple-
Pane HeatlLock

Low-E4® Passive Fern

Sun Tempered

Low-E4® Sun Tem- Reed

pered

To order, state:

Product ID (from product label, see Service Guide 9051877)

OR

1. Unit or frame size (TCLDH/TCLMDH/TCLRDH XXXX or frame

W x H dimensions)
Unit sash ratio (Even, Cottage, Rev Cottage, SSR)
Description of part (Upper Sash)
Exterior color of sash

Hardware finish of keeper
Interior wood species/finish/color of sash
Glass stop profile (Ovolo, Contemporary)
Glazing/Grille type

ONahObD
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Sash
Sash Graphic - Lower
Note:

See current sash Product Details. See FS00305.

i
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Lower Sash
Lock

Lock Handle
Sash Lift
Pivot Pin

Tilt Latch
Glass
Handle Plug
. Weatherstrip

10.Glass Stop
11.Dust Pad
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E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Sash

Sash Options - Lower

Sash - Standard Window

Note:
Replacement sash for windows are made to order and can be configured through iQ. Current glazings replace previous vintage
glazings. Product ID label is located on the head jamb. Is the lower sash unique when used on arch/curved units?

Exterior color options:
Interior species/finish/color options:

>SGCC XXXX
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Low-E48 Low-E48 Sun 3 Glass options (See Logo/Etching Examples):
Andersene @Q Andersene ,
‘AW’ ‘QW’ Low-E4® Low-E4® HeatLock Iﬁc;vr;/éE4® Triple-
b,
4, Q\@’ Low-E4® Low-E4® Smart-Sun | Low-E4® Smart-Sun
";*5' ’1‘5‘ SmartSun™ HeatLock Triple-Pane
Low-E4® Passive Low-E4® Sun Heat- Low-E4® Enhanced
Low-E4® SmanSunm™ Low-E4® PassiveSun® Sun Lock Triple-Pane
Anda S‘\@ ecrseno Low-E4® Sun 3 Low-E4°® HeatLock | Low-E4® Smart-Sun
NEW . v Tempered Enhanced Triple-
% NZgR % gt P Pane
4’«,}&&? Q@ Low-E4® Tempered | Dual Pane Clear Low-E4® Enhanced

Triple-Pane Heat-
Lock

pered

Dual PaneClear Special Product Request (SPR) Low-E4® SmartSun Cascade Low-E4® Smart'sun
Tempered Enhanced Triple-
Ardessene é{,& Andersene Pane HeatlLock
Q,Woé’ VAW’ & Low-E4® Passive Fern
., & N & Sun Tempered
X4 &
Low-E4® Sun Tem- Reed

To order, state:

Product ID (from product label, see Service Guide 9051877)

OR

1. Unit or frame size (TCLDH/TCLMDH/TCLRDH XXXX or frame

W x H dimensions)
Unit sash ratio (Even, Cottage, Rev Cottage, SSR)
Description of part (Lower Sash)
Exterior color of sash

Hardware finish of lock

Interior wood species/finish/color of sash
Glass stop profile (Ovolo, Contemporary)
Glazing/Grille type
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Sash

Weatherstrip

y

ANDERSEN

WINDOWS & DOORS

Weatherstrip
Note:
Used on upper sash. See Service Guide 9069155.
Size Beige
102" 0520059
P 144" 0034816
Weatherstrip
Note:
Used on lower sash. See Service Guide 9069157.
Color Length Order No.
Beige 144" 0034815
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E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Sash
Sash Hardware / Lifts
Sash Lifts / Traditional
Note:
See Accessory Guide 9069195.
Color Order No.
White 0007060
Bronze 0007061
Brass 0007062
Black 0007063
Gold 0007064
Pewter 0007065
o Oil-Rubbed Bronze 0007066
i Satin (Brushed) Chrome 0007067
Bright (Polished) Chrome 0007068
Antique Brass 0007069
Screw / Sash Lift
Note:
See Accessory Guide 9069195.
Description Color Order No.
#6 x 1" PFHSMS Type A White 0028444
Bronze 0028443
Black 0028442
Gold 0028441
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Sash

Sash Hardware / Lock & Keeper

4

ANDERSEN

WINDOWS & DOORS

Lock
Note:
Standard lock shown. See Service Guide 9069142.
Type LH RH
Standard 0011085 0011086
No Tilt 0011083 0011084
Lock Handle
Note:
Standard handle shown. Security handle used with Verilock®. See Service Guide 9069143.
Color Standard Security
White 0009570 0014020
Bronze 0009571 0014021
Brass 0009572 0014022
Black 0009573 0014023
Gold 0009574 0014024
Pewter 0014025
g;gr'?;:bed 0014026
Satin Chrome 0014027
Bright Chrome 0014028
Antique Brass 0014029
Screw / Lock Handle
Description Type Order No.
#8 x 7/8" PPHMS Zinc Standard 0011087
#8 x 3/4" PPHMS Zinc Security 0010252
#8 x 3/8" PPHMS Zinc Standard Non-Tilt 0011088
Washer / Lock Handle
Note:
See Service Guide 9069143.
Order No.
9105335
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E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Sash
Lock Bezel Cover / Security
Color LH RH
White 0014030 0014031
Bronze 0014032 0014033
Brass 0014034 0014035
Black 0014036 0014037
Gold 0014038 0014039
Pewter 0014040 0014041
g:'(;s:fbed 0014042 0014043
Satin Chrome 0014044 0014045
Bright Chrome 0014046 0014047
Antique Brass 0014048 0014049
Lock Bezel Plate
Note:
Left hand shown. See Service Guide 9069143.
Color LH RH Fixed/Stat
White 0009550 0009551 0017021
WASH Bronze 0009552 0009553 0017022
b O Brass 0009554 | 0009555
I Black 0009556 0009557 0017023
Gold 0009558 0009559 0017024
Pewter 9105336 9105337
S:ES::bed 9105338 9105339
Satin Chrome 9105340 9105341
Bright Chrome 9105342 9105343
Antique Brass 9105344 9105345
Lock Handle Plug
Note:
Left hand shown. See Service Guide 9069143.
Color Order No.
White 0009580
Bronze 0009581
Brass 0009582
Black 0009583
Gold 0009584
Pewter 9105346
(B);'C;EZ”:bed 9105347
Satin Chrome 9105348
Bright Chrome 9105349
Antique Brass 9105350
Beige 0007029
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W I NDO WS BINANDERSEN
Sash
Lock Keeper
Note:
Security keeper shown. See Service Guide 9069154 (standard keeper shown).
Color Standard Security
White 0034821 0014010
Bronze 0034822 0014011
Brass 0034823 0014012
Black 0034824 0014013
Gold 0034825 0014014
Pewter 0034826 0014015
Oil-Rubbed 0034827 0014016
Bronze
Satin Chrome 0034828 0014017
© © Bright Chrome 0034829 0014018
Antique Brass 0034830 0014019
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E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Sash
Sash Hardware / Opening Control Device Kit
Opening Control Device Kit
Note:
See Accessory Guide 9021977.
Kit Includes: Color Order No.
(2) Opening Control Devices White 9036683
(2) Boots s
(2) Bumpers andtone 9036684
(4) Screws Black 9174086
(1) Template
Instructions
Installation Kit - Opening Control Device Kit
Kit Includes: Color Order No.
(1) Drill Fixture Stone 0049259
(1) Drill Bit
(1) Screw
v
Screw Pack - Opening Control Device Kit
Kit Includes: Color Order No.
@ (4) Screws Stone 9031536
@ (2) Bumpers White 9031535
@
. O Black 9168019
{
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W I N D O W S ‘ ANDERSEN

WINDOWS & DOORS

Sash

Sash Hardware / Latch Kits

Tilt Latch Kit - Upper Sash
LH RH
% 0034869 0034870
Screw - Tilt Latch
Description Order No.
#7 x 5/8" PFHSMS Type 17 Z &Y 0013420
Tilt Latch - Lower Sash
Unit width Size Order No.
SHES Ges— <=20" 3, 0034863
>20" and <36" 51, 0034864
>= 36" 8 0034865
Screw - Tilt Latch
Description Order No.
#7 x 1 1/4" PFHSMS Type AB SS 0027959
Sash Components / Miscellaneous
Pivot Pin
Note:
Each sash requires two pins. Standard pin shown. See Service Guide 9069147 and Service Guide 9069148.
Standard Monumental
©__©0 =7 0034247 0034633
Sash Wedge
Order No.

qijﬁj::::::i] 0016764

End Plug - Half Screen

Order No.
0006645

Order No.
0029251
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E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Glass

Glass

Note:

Replacement glass is made to order and can be configured through iQ. Current glazings replace previous vintage glazings.
Product ID label is located on the head jamb. Glass ships with sealant and spacers. See Accessory Guide 9176386.

Low-E4®
Andersene @5‘
VAW’

“!;,cs-

Low-E4® SmartSun™
Anders@m@ @9

Ardesseno \@9

»

Low-E4® SmartSun™ HeatLock™
Andarsene o
oy &
(A
., &

\
&_&

Low-E4® Sun 3
AMewe

\
4. .-é?

Low-E4® PassiveSun®

Andeuseno
NA

’65‘

Special Product Reouest (SPR)

Low-E4® HeatLock™

Andersene

@V

‘b \
é“"f{s@

SGCC XXXX

o YN 03¥3dN3L

£

6007 | °L6Z ISNV
I 10Z1 43091

CAN/CGSB 12.1-M90

Exterior color options:

Interior species/finish/color options:

Glass options (See Logo/Etching Examples):

Low-E4® Low-E4® HeatLock | Low-E4® SmartSun
HeatLock

Low-E4® Low-E4® Smart-Sun | Low-E4® Triple-

SmartSun™ HeatlLock Pane

Low-E4® Passive Low-E4® Sun Heat- Low-E4® Smart-Sun

Sun Lock Triple-Pane

Low-E4® Sun 3 Low-E4® HeatlLock Low-E4® Enhanced
Tempered Triple-Pane

Low-E4® Tempered

Dual Pane Clear

Low-E4® Smart-Sun
Enhanced Triple-
Pane

pered

Low-E4® SmartSun Cascade Low-E4® Enhanced

Tempered Triple-Pane Heat-
Lock

Low-E4® Passive Fern Low-E4® Smart-Sun

Sun Tempered Enhanced Triple-

Low-E4® Sun Tem- Reed Pane Heatlock

To order, state:

Product ID (from product label, see Service Guide 9051877)

OR

1. Unit or frame size (TCLDH/TCLMDH/TCLRDH XXXX or
frame W x H dimensions)

areDd

Description of part (Glass)
Glazing/Grille type

Glass Stop Type (Ovolo, Contemporary)
Manufacturing Date
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O W S

Glass

Stops - Top / Bottom / Side

4

ANDERSEN

WINDOWS & DOORS

Note:

Stops (top, bottom and side) are made to order.

To order, state:

Product ID (from product label, see Service Guide 9051877)

OR

Color/Species/Finish

abronN~

Manufacturing Date

Description of Part/Size (Stop)

Location/Handing (Top, Bottom, Side)
Type (Ovolo, Contemporary)

Interior species/finish/color options

WOOD SPECIES FACTORY-FINISHED INTERIORS
i
1 ]
18401

Pine Maple Oak

Clear Coat Wheat Autumn Oak
AW i [ s
. 4 I
’ Ik s
Cherry Mahogany®  Alder Golden Hickory  Honey Cinnamon

M | ]

Mixed Grain  Vertical Grain  Hickory Russet Mocha Espresso
Douglas Fir

Walnut White Oak
PAINTED OPTIONS

White Birch Bark Primed  (for paint)
Canvas Sandtone Terratone

Forest Green Dark Bronze  Dove Gray

Prairie Grass Red Rock

Painted options available with
pine and maple only.

Black

Cocoa Bean
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E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Glass

Glass Parts

Glazing Tape
Note:
See Accessory Guide 9064542.

Color Order No.
| s e 16 Gray 33751RL
| — Black 10374RL

Silicone Bed Glazing
Color Order No.
Dove Gray 9164412
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WINDOWS & DOORS

Sash Balancers

-
D d

Balancer

Assembly Includes:
Block and Tackle: Balancer, balancer shoe
Spiral: Balancer Assembly (No shoe included???)

To order, state:

Product ID (from product label, see Service Guide 9051877)
AND

Unit or frame size (TCLDH/TCLMDH/TCLRDH XXXX or frame W x H dimensions)
Description of part (Block and Tackle, Spiral Balance)

Glazing type

Manufacturing Date

Sash Type (Equal, Cottage, Reverse Cottage, Special Ratio)

abhonN~

(D] Ul (===
Block and Tackle Spiral
Order No. Order No.
By description By description
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E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Sash Balancers

Balancer Parts

Shoe

Type Order No.
JB7003
JB7005
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Insect Screens

Insect Screen Graphic - Full

Note:

Replacement screen is made to order and can be configured through iQ.

TruScene

FIBERGLASS | | ALUMINUM
INSECT SCREEN | | INSECT SCREEN
Fiberglass Aluminum
TRUSCENE
INSECT SCREEN

Note:
Multiple screen options available.

Color options:

Mesh options: See iQ
Probably fiberglass, aluminum and truscene, but who knows...

To order, state:
1.

2,
3.

Description of Part (Full Insect Screen, color, finish
(2604 or 2605), mesh type)

Style (Equal, Cottage, Reverse Cottage, SSR)
Quantity

Product ID (from product label, see Service Guide
9051877) T
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E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Insect Screens

Insect Screen Size Table - Full

lr\‘l/lgzeu.mental Single-Hung sizes (through 40 width and 80 height) referenced.
Screen Dimensions - Full Insect Screen
Unit No. wxh Unit No. wXx h Unit No. wx h

TCLMDH1830 | 17 '/g x 33 5/,4 TCLMDH2451 | 25 '/, x 58 19/,4 TCLMDH21030 | 31 '/; x 33 15/,4
TCLMDH1834 | 17 '/ x 37 %/,4 TCLMDH2456 | 25 '/, x 63 15/,4 TCLMDH21034 | 31 '/, x 37 5/,4
TCLMDH1838 | 17 '/ x 41 15/,4 TCLMDH2460 | 25 '/; x 69 9/,4 TCLMDH21038 | 31 '/, x 41 15/,4
TCLMDH1840 | 17 '/, x 45 '5/,,| 24 | TCLMDH2466 25 '/, x 75 '5/,, TCLMDH21040 | 31 '/, x 45 '5/,4
TCLMDH1846 | 17 '/; x 51 15/,4 TCLMDH2468 | 25 '/, x 77 15/ ,4 TCLMDH21046 | 31 '/; x 51 5/,4
TCLMDH1849 | 17 /3 x 54 '5/,4 TCLMDH2474 | 25/, x 85 9/,4 TCLMDH21049 | 31 '/; x 54 5/,4

1 TCLMDH1850 | 17 /g x 57 '5/,4 TCLMDH2480 | 25 '/; x 93 19/,4 21 TCLMDH21050 | 31 '/; x 57 5/,4
8 TCLMDH1851 | 17 '/, x 58 '5/,4 TCLMDH2630 | 27 '/ x 33 15/,4 0 TCLMDH21051 | 31 '/; x 58 5/,4
TCLMDH1856 | 17 '/, x 63 5/,4 TCLMDH2634 | 27 '/; x 37 19/,4 TCLMDH21056 | 31 '/, x 63 /4
TCLMDH1860 | 17 '/, x 69 '5/,4 TCLMDH2638 | 27 '/y x 41 19/,4 TCLMDH21060 | 31 '/, x 69 /.4
TCLMDH1866 | 17 /3 x 75 '5/,4 TCLMDH2640 | 27 '/; x 45 15/,4 TCLMDH21066 | 31 '/; x 75 5/ 4
TCLMDH1868 | 17 /g x 77 '5/,4 TCLMDH2646 | 27 '/; x 51 15/,4 TCLMDH21068 | 31 '/ x 77 5/,4
TCLMDH1874 | 17 /3 x 85 '5/,4 TCLMDH2649 | 27 '/; x 54 5/,4 TCLMDH21074 | 31 '/; x 85 5/,4
TCLMDH1880 | 17 '/, x 93 '5/,4 26 TCLMDH2650 | 27 '/, x 57 13/,4 TCLMDH21080 | 31 '/; x 93 5/,4
TCLMDH2030 | 21 /3 x 33 5/,4 TCLMDH2651 | 27 '/, x 58 '9/,4 TCLMDH3030 | 33 "/; x 33 %/,4
TCLMDH2034 | 21 '/, x 37 '9/,4 TCLMDH2656 | 27 '/; x 63 1%/,4 TCLMDH3034 | 33 "/, x 37 '9/,4
TCLMDH2038 | 21 '/; x 41 '5/,4 TCLMDH2660 | 27 '/; x 69 9/ 4 TCLMDH3038 | 33 '/ x 41 15/,4
TCLMDH2040 | 21 '/; x 45 '5/,4 TCLMDH2666 | 27 '/; x 75 9/,4 TCLMDH3040 | 33 "/; x 45 '5/,4
TCLMDH2046 | 21 '/; x 51 5/,4 TCLMDH2668 | 27 '/; x 77 9/,4 TCLMDH3046 | 33 "/; x 51 15/,4
TCLMDH2049 | 21 '/, x 54 '5/,4 TCLMDH2674 | 27 '/, x 85 13/,4 TCLMDH3049 | 33 "/; x 54 15/,4

20 TCLMDH2050 | 21 '/ x 57 '5/,4 TCLMDH2680 | 27 '/; x 93 15/,4 30 TCLMDH3050 | 33 "/3; x 57 '%/,4
TCLMDH2051 | 21 '/ x 58 '%/,4 TCLMDH2830 | 29 '/; x 33 19/,4 TCLMDH3051 33 /g x 58 1%/,4
TCLMDH2056 | 21 '/; x 63 5/,4 TCLMDH2834 | 29 '/; x 37 1%/,4 TCLMDH3056 | 33 '/; x 63 15/ 4
TCLMDH2060 | 21 '/; x 69 '5/,4 TCLMDH2838 | 29 '/; x 41 5/,4 TCLMDH3060 | 33 '/; x 69 /.4
TCLMDH2066 | 21 '/; x 75 '9/,4 TCLMDH2840 | 29 '/; x 45 15/,4 TCLMDH3066 | 33 '/; x 75 /.4
TCLMDH2068 | 21 '/ x 77 '5/,4 TCLMDH2846 | 29 '/, x 51 15/,4 TCLMDH3068 | 33 '3 x 77 5/,4
TCLMDH2074 | 21 '/, x 85 '5/,4 TCLMDH2849 | 29 '/, x 54 9/,4 TCLMDH3074 | 33 "/; x 85 /4
TCLMDH2080 | 21 '/; x 93 '5/,4 28 TCLMDH2850 | 29 '/; x 57 '9/,4 TCLMDH3080 | 33 '/ x 93 5/,4
TCLMDH2030 | 25 '/; x 33 5/,4 TCLMDH2851 | 29 '/; x 58 15/,4 TCLMDH3230 | 35 "/; x 33 5/,4
TCLMDH2034 | 25 '/, x 37 5/,4 TCLMDH2856 | 29 '/, x 63 9/,4 TCLMDH3234 | 35"/, x 37 %/,4
TCLMDH2038 | 25 '/ x 41 '5/,4 TCLMDH2860 | 29 '/; x 69 1%/,4 TCLMDH3238 | 35"/, x 4115/,

24 | TCLMDH2040 | 25 '/, x 45 "5/, TCLMDH2866 | 29 '/; x 75 19/ ,4 32 | TCLMDH3240 | 35 g x 45 1%/ 4
TCLMDH2046 | 25 '/; x 51 '5/,4 TCLMDH2868 | 29 '/, x 77 15/ ,4 TCLMDH3246 | 35 "/; x 51 1%/,4
TCLMDH2049 | 25 '/, x 54 '5/,4 TCLMDH2874 | 29 '/, x 85 9/,4 TCLMDH3249 | 35"/, x 54 5/,4
TCLMDH2050 | 25 '/; x 57 '5/,4 TCLMDH2880 | 29 '/; x 93 19/ 4 TCLMDH3250 | 35 "/; x 57 '5/,4
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Insect Screens

Screen Dimensions - Full Insect Screen

Unit No. wx h Unit No. wx h Unit No. wx h
TCLMDH3251 | 35 '/, x 58 15/, TCLMDH3830 | 41/, x 33 1%/, TCLMDH4051 | 45 '/, x 58 19/,
TCLMDH3256 | 35 '/, x 63 "%/, TCLMDH3834 | 41 1/, x 37 15/, TCLMDH4056 | 45 '/, x 63 15/,
TCLMDH3260 | 35 '/, x 69 "5/, TCLMDH3838 | 41 '/, x 41 15/, TCLMDH4060 | 45 '/, x 69 '/,
32 | TCLMDH3266 | 35 '/, x 75 ™/, TCLMDH3840 | 41, x45'5/,, | 40 | TCLMDH4066 | 45/, x 75 '/,
TCLMDH3268 | 35 '/, x 77 %/, TCLMDH3846 | 41/, x 51 15/, TCLMDH4068 | 45 '/, x 77 15/,
TCLMDH3274 | 35 '/, x 85 "%/, TCLMDH3849 | 41 '/, x 54 19/, TCLMDH4074 | 45 '/, x 85 15/,
TCLMDH3280 | 35 '/, x 93 1%/, 38 TCLMDH3850 | 41/, x 57 "%/, TCLMDH4080 | 45 '/, x 93 15/,
TCLMDH3430 | 37 '/, x 33 "%/, TCLMDH3851 | 41 1/, x 58 15/,
TCLMDH3434 | 37 '/; x 37 "5/, TCLMDH3856 | 41/, x 63 15/,
TCLMDH3438 | 37 '/, x 4115/, TCLMDH3860 | 41 '/, x 69 15/,
TCLMDH3440 | 37 '/, x 45 %/, TCLMDH3866 | 41 '/, x 75 "5/,
TCLMDH3446 | 37 '/, x 51 1%/, TCLMDH3868 | 41 '/, x 77 15/,
TCLMDH3449 | 37 '/, x 54 15/, TCLMDH3874 | 41/, x 85 "%/,
34 TCLMDH3450 | 37 '/, x 57 "%/, TCLMDH3880 | 41 1/, x 93 15/,

TCLMDH3451 | 37 '/, x 58 15/, TCLMDH4030 | 45 '/, x 33 "5/,
TCLMDH3456 | 37 '/, x 63 "%/, TCLMDH4034 | 45 '/, x 37 15/,
TCLMDH3460 | 37 '/, x 69 "%/, TCLMDH4038 | 45 '/, x 41 15/,
TCLMDH3466 | 37 '/, x 75 5/, 40 | TCLMDH4040| 45 '/, x 45 5/,
TCLMDH3468 | 37 '/y x 77 "%/, TCLMDH4046 | 45 '/, x 51 1%/,
TCLMDH3474 | 37 '/, x 85 "5/, TCLMDH4049 | 45 '/, x 54 15/,
TCLMDH3480 | 37 '/, x 93 '5/,, TCLMDH4050 | 45 '/, x 57 "5/,
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Standard Windows

Insect Screens

Insect Screen Graphic - Half

Note:
Replacement screen is made to order and can be configured through iQ.

FIBERGLASS | | ALUMINUM
INSECT SCREEN | | INSECT SCREEN

Fiberglass Aluminum

TRUSCENE
INSECT SCREEN

TruScene

Note:
Multiple screen options available.

Color options:

Mesh options: See iQ
Probably fiberglass, aluminum and truscene, but who knows...

To order, state:

1. Description of Part (Half Insect Screen, color, finish
(2604 or 2605), mesh type)

2. Style (Equal, Cottage, Reverse Cottage, SSR)

3. Quantity

4. Product ID (from product label, see Service Guide
9051877)
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Insect Screens

Insect Screen Size Table - Half

ANDERSEN

WINDOWS & DOORS

Screen Dimensions - Half Insect Screen
Unit No. wx h Unit No. wx h Unit No. wx h

TCLMDH1830 | 17 /g x 17 7/, TCLMDH2451 | 25 /3 x 30 %/, TCLMDH21030 | 31 '/3 x 17 7/
TCLMDH1834 | 17 '/ x 197/, TCLMDH2456 | 257/ x 327/, TCLMDH21034 | 31 '/ x 197/,
TCLMDH1838 | 17 /g x 217/, TCLMDH2460 | 25/, x 357/, TCLMDH21038 | 31 '/; x 217/,
TCLMDH1840 | 17 '/, x237/, | 24 | TCLMDH2466 | 25/, x 387/, TCLMDH21040 | 31 '/, x 23 7/,
TCLMDH1846 | 17 '/, x 26 7/, TCLMDH2468 | 25 '/, x 39 7/, TCLMDH21046 | 31 '/, x 26 7/,
TCLMDH1849 | 17 '/, x 28 %/, TCLMDH2474 | 251/, x 437/, TCLMDH21049 | 31 '/, x 28 %,
TCLMDH1850 | 17 /3 x 29 7/, TCLMDH2480 | 257/, x 47 7/, 210 TCLMDH21050 | 31 '/; x 29 7/

18 TCLMDH1851 17 g x 30 3/ TCLMDH2630 | 27 /g x 17 7/, TCLMDH21051 | 31 '/; x 30 %/,
TCLMDH1856 | 17 '/ x 327/, TCLMDH2634 | 27 '/ x 197/, TCLMDH21056 | 31 '/; x 32 7/,
TCLMDH1860 | 17 '/; x 357/, TCLMDH2638 | 27 '/, x 217/, TCLMDH21060 | 31 '/, x 357/,
TCLMDH1866 | 17 '/, x 38 7/, TCLMDH2640 | 27 '/, x 23 7/, TCLMDH21066 | 31 '/, x 38 7/,
TCLMDH1868 | 17 '/; x 39 7/, TCLMDH2646 | 27 '/, x 26 7/, TCLMDH21068 | 31 '/, x 39 7/,
TCLMDH1874 | 17 '/ x 437/, TCLMDH2649 | 27 '/; x 28 %/, TCLMDH21074 | 31 '/ x43 7/,
TCLMDH1880 | 17 /g x 47 7/, 2 TCLMDH2650 | 27 '/ x29 7/, TCLMDH21080 | 31 '/; x 47 7/,
TCLMDH2030 | 21"y x 17 7/, 6 TCLMDH2651 | 27 '/; x 30 %/, TCLMDH3030 33 g x 17 7/
TCLMDH2034 | 21 '/, x 197/, TCLMDH2656 | 27 '/, x 327/, TCLMDH3034 | 33/, x 197/,
TCLMDH2038 | 21 '/, x 217/, TCLMDH2660 | 27 '/, x 357/, TCLMDH3038 | 33"/, x 21 7/,
TCLMDH2040 | 21 '/, x 237/, TCLMDH2666 | 27 '/, x 38 7/, TCLMDH3040 33 g x 237/
TCLMDH2046 | 21 '/, x 26 7/, TCLMDH2668 | 27 '/, x 39 7/, TCLMDH3046 | 33/, x 26 7/,
TCLMDH2049 | 21 '/, x 28 %/, TCLMDH2674 | 27 '/, x 437/, TCLMDH3049 | 33/, x 28 %,

2 TCLMDH2050 | 21 '/3 x29 7/, TCLMDH2680 | 27 '/; x 47 7/, 30 TCLMDH3050 33 g x297/4
0 TCLMDH2051 2115 x 30 3/ TCLMDH2830 | 29 '/, x 17 7/, TCLMDH3051 33 g x 30 %/
TCLMDH2056 | 21 '/, x 327/, TCLMDH2834 | 29 '/, x 197/, TCLMDH3056 | 33 '/, x 327/,
TCLMDH2060 | 21 '/, x 357/, TCLMDH2838 | 29 '/, x 217/, TCLMDH3060 33 "5 x 357/
TCLMDH2066 | 21 '/, x 38 7/, TCLMDH2840 | 29 '/, x 237/, TCLMDH3066 | 33 '/, x 38 7/,
TCLMDH2068 | 21 '/, x 39 7/, TCLMDH2846 | 29 '/, x 26 7/, TCLMDH3068 | 33 '/, x 39 7/,
TCLMDH2074 | 21/ x 437/, TCLMDH2849 | 29 '/, x 28 3/, TCLMDH3074 33 g x43 7/
TCLMDH2080 | 21 '/, x 47 7/, 28 TCLMDH2850 | 29 '/, x 29 7/, TCLMDH3080 | 33 '/, x 47 7/,
TCLMDH2030 | 25/, x 17 7/, TCLMDH2851 | 29 '/, x 30 %/, TCLMDH3230 | 35"/, x 17 7/
TCLMDH2034 | 25/, x 197/, TCLMDH2856 | 29 '/, x 327/, TCLMDH3234 35" x 197/
TCLMDH2038 | 25/, x 21 7/, TCLMDH2860 | 29 '/, x 357/, TCLMDH3238 | 351/, x 21 7/,

24 | TCLMDH2040 | 25/, x 237/, TCLMDH2866 | 29 '/, x387/, | 32 | TCLMDH3240 | 35/, x 237/,
TCLMDH2046 | 25/, x 26 7/, TCLMDH2868 | 29 '/, x 397/, TCLMDH3246 351y x26 7/
TCLMDH2049 | 251/, x 28 %/, TCLMDH2874 | 29 '/, x 437/, TCLMDH3249 3513 x 2834
TCLMDH2050 | 25 '/, x 29 7/, TCLMDH2880 | 29 '/, x 47 7/, TCLMDH3250 | 351, x 297/,
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E-Series Single-Hung & Arch Windows (2007 to Present)

Standard Windows

Insect Screens

Screen Dimensions - Half Insect Screen

Unit No. wxh Unit No. wxh Unit No. wxh
TCLMDH3251 | 35 1/, x 30 ¥, TCLMDH3830 | 41 '/, x 17 7/, TCLMDH4051 | 45 '/, x 30 ¥
TCLMDH3256 | 35 '/, x 32 7/, TCLMDH3834 | 41/, x 197/, TCLMDH4056 | 45 '/, x 32 7/,
TCLMDH3260 | 35 '/, x 35 7/, TCLMDH3838 | 41 1/, x 217/, TCLMDH4060 | 45 '/, x 357/,

32 | TCLMDH3266 @ 35/, x 387/, TCLMDH3840 | 417, x237,, = 40 | TCLMDH4066 | 45 '/, x 38 7/,
TCLMDH3268 | 35 '/, x 39 7/, TCLMDH3846 | 41 1/, x 26 7/, TCLMDH4068 | 45 '/, x 39 7/,
TCLMDH3274 | 35 '/, x 43 7/, TCLMDH3849 | 41 1/, x 28 %/, TCLMDH4074 | 45 '/, x 43 7/,
TCLMDH3280 | 357, x477l, | 4o | TCLMDH3850 | 41, x297, TCLMDH4080 | 45 '/, x 47 7/,
TCLMDH3430 | 37 '/, x 17 7/, TCLMDH3851 | 41 1/, x 30 ¥/,

TCLMDH3434 | 37 '/, x 19 7/, TCLMDH3856 | 41 1/, x 327/,
TCLMDH3438 | 37 '/, x 217/, TCLMDH3860 | 41 '/, x 357/,
TCLMDH3440 | 37 '/, x 23 7/, TCLMDH3866 | 41 '/, x 38 7/,
TCLMDH3446 | 37 '/, x 26 7/, TCLMDH3868 | 41 '/, x 39 7/,
TCLMDH3449 | 37 '/, x 28 ¥, TCLMDH3874 | 411/, x 43 7/,
34 TCLMDH3450 | 37 '/, x 29 7/, TCLMDH3880 | 41 '/, x 47 7/,
TCLMDH3451 | 37 '/, x 30 ¥, TCLMDH4030 | 451/, x 17 7/,
TCLMDH3456 | 37 '/, x 32 7/, TCLMDH4034 | 451/, x 197/,
TCLMDH3460 | 37 '/, x 35 7/, TCLMDH4038 | 45 '/, x 217/,
TCLMDH3466 = 37 '/, x387, = 40 | TCLMDH4040 | 45/, x 237/,
TCLMDH3468 | 37 '/, x 39 7/, TCLMDH4046 | 45 '/, x 26 7/,
TCLMDH3474 | 37 '/, x 43 7/, TCLMDH4049 | 45 '/, x 28 %/,
TCLMDH3480 | 37 '/, x 47 7/, TCLMDH4050 | 45 '/, x 29 7/,
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Insect Screens

Insect Screen Retainer

Insect Screen Retainer / Half Screen / 144"

Note:
(*) Anodized finishes. See color options. Cut to size (Frame width - 4 1/,").

Color 2604 2605 Color 2604 2605
Colony White 0078200 00K9150 Moss 0078225 00K9190
0047052 0K14105 Forest Green 0047049 0K14102
Eagle Abalone 0078218 00K9174 Mallard Green 0078210 00K9160
Balsa White 0078205 00K9155 Spearmint 0066037 00K9183
Canvas 0011292 0K18155 Aquamarine 0066036 00K9182
Maple Syrup 0078220 00K9176 0066040 00K9189
Harvest Gold 0066034 00K9172 0066029 00K9162
Prairie Grass 0011295 0K18158 0078208 00K9158
Flagstone 0078207 00K9157 0078221 00K9177
Sandtone 0047050 0K14103 Watercolor Blue 0066031 00K9167
_ 0078202 00K1356 Caribbean Blue 0066035 00K9180
0078214 00K9166 Slate 0078222 00K9178
Terratone 0047051 0K14104 Moody Blue 0066030 00K9163
Hot Chocolate 0078223 00K9179 Stormy Blue 0078206 00K9156
Bourbon 0076686 00K9193 Dove Gray 0011293 0K18156
Acorn 0078227 00K9192 Harbor Mist 0078216 00K9171
Coffee Bean 0078229 00K9195 0066033 00K9170
Cocoa Bean 0011294 0K18157 Smokey Gray 0078226 00K9191
Dark Bronze 0049429 0K20924 Mystic Gray 0078232 00K9198
Clay Canyon 0078215 00K9168 Dark Ash 0078231 00K9197
Cardinal Red 00K9187 Black 0011291 0K18154
Bing Cherry 00K9186 Clear Anodized* 0075791
Fire Engine Red 00K1991 Champagne* 0075792
Cinnamon Toast 0078211 00K9161 0075793
Red Rock 0011296 0K18159 Medium Bronze* 0075794
0078209 00K9159 Copper*
0078230 00K9196 Dark Bronze* 0075795
Billiard Green 0066032 00K9169 Black* 0075797
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Insect Screen Retainer
Insect Screen Retainer / Half Screen / 144~

Standard Windows

Insect Screens

Note:

(*) Anodized finishes. See color options. Cut to size (Frame width - 4 1/,").

Color 2604 2605 Color 2605
Eagle Black 0078219 00K9175
Eagle Cappuccino 0078228 00K9194
Bronze 0078201 00K9151
Eagle Linen 0078233 00K9152
Eagle Blue Mist 0066038 00K9184
Eagle Pink Chablis 0066039 00K9185
Eagle Butterscotch 0078212 00K9164
Eagle Elephant 0078224 00K9181
Eﬁ%e Chocolate 0078213 00K9165
Eagle Forest Green 0078203 00K9153
Antique White 0078204 00K9154
Eagle Gray Flannel 0078217 00K9173
Copper Ann By description By description
Insect Screen Parts
Screw
Note:
Used to secure half screen retainer.
Description Order No.
X W @ #8 x 1/2" PPH TEKS #2 Zinc 0013441
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Grilles

Note:
Replacement sash with permanently applied grilles and finelight grilles can be configured in iQ. Replacement removable interior
grilles can be configured in iQ. Removable grilles are only available in 7/8” profile.

Exterior color/finish options Interior species/finish/color options
WOOD SPECIES FACTORY-FINISHED INTERIORS
B B . l ﬂi _ r‘li ml
) !
Pine Maple Oak Clear Coat Wheat Autumn Oak

h - - - - - - - - -
. . . . . Cherry Mahogany*  Alder Golden Hickory  Honey Cinnamon

| l‘ll - - -
Mixed Grain  Vertical Grain  Hickory Russet Mocha Espresso
acom DouglasFir  Douglas Fir

e coconsean SABRONZE okssRONzE wwaammon ReRoc

E  CHERRY Gi CINNAMON TOAST ouvE SAGE BILLIARD GREEN. walnut Whlte oak

FoResTGaERN AR GREEN spessT auasae

PAINTED OPTIONS

White Birch Bark Primed  (for paint)

woss P seraLve
coTRYaLUE AuwEoem WATECOLOR B CammoEN BLUE s 000FBLUE SToRMYBLUE -
. . . . . . — - _—
oG HARBORMST YORKTOMN PEWTER SHokEYGanr MiSTICGRAY RS Ak - -

Forest Green  Dark Bronze  Dove Gray

ANNODIZED FINISHES - -
. . . Prairie Grass  Red Rock Cocoa Bean
sacx  owsowE  come - Painted options available with

pine and maple only.
E
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Standard Windows

Grilles

Grille Options

Note:

Replacement sash with permanently applied grilles and finelight grilles can be configured in iQ. Replacement removable interior
grilles can be configured in iQ. Removable grilles are only available in 7/8” profile.

Types

\liH

Full Divided Light

Give any window an authentic
look with full divided light
grilles that are permanently
applied to the interior and
exterior of your window with a
spacer between the glass.

g
l ‘h

Simulated Divided
Light

An economical solution with
traditional beauty, our
Simulated Divided Light
features fixed exterior and
interior grilles without an
internal spacer.

A

Removable Interior
Wood Grilles

Our removable wood grilles
are installed on the interior
surface. They are available
with an optional surround and
an optional permanenthy
applied exterior grille.

Finelight™ Grilles-
Between-the-Glass
Aluminum grilles conveniently

placed between two panes of
glass make the glass easy to

clean inside and out.

Profiles

Interior Wood: Ovolo
(Colonial)

Widths:

. 58

. 78

RET:S

12"
. 204"

Available with:

+ Full Divided Light
« Simulated Divided Light

)

i

Interior Wood:
Contemporary
Widths
- 58"
- s
PRE:

. 112"
. 208

Available with:

« Full Divided Light
+ Simulated Divided Light

S5 LT

Exterior Aluminum:
Chamfer

Widths:

5/8"
s
118"
12t
214

Available with:

Full Divided Light
Simulated Divided Light
Removable Interior Wood
with Optional Permanently
Applied Exterior Grille

\ Ovolo
[Lnl | \ j

Exterior Aluminum:
Contemporary
Widths:

- 5/8"
. 78"
- e
-1
. 214"

Available with:

« Full Divided Light

« Simulated Divided Light

« Removable Interior Wood
with Optional Permanently
Applied Exterior Grille

Contemporary

Removable Interior
Wocd Grilles

Ovolo or Contemporary
profiles in 7/8" width

Flat Contoured

Finelight Grille
Profiles and Widths

Flat or Contoured profites in
5/8" or 1" widths

Patterns

[T

T
]

e

Colonial

Specified Equal Light

Prairie A

Specified Equal Light
Fractional

Gueen Anne
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Grilles

Interior Grille Parts

Clip - Surround

Note:
Used with framed removable grilles.

Order No.

3
[~ 0004900

HENN
BEEN

Clip - Knocked Down

Note:
Used with knocked down removable grilles.

Order No.

) F
=l L
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Standard Windows

Frames
Frame Graphic - Standard Windows
Note:
See current frame Product Details.
_l—|\ /l—\_
RS S gﬁ_]:_‘—

Ity

A o
©

Tr

i

I
i

1. Side Stop 6. Weatherstrip (Head)
2 .Foam Pad/Head 7. Sill Stop
3. Weatherstrip (Side Jamb) 8. Sill Dam

4. Inside Head Stop 9. Corner Block
5. Head Parting Stop 10.Screw

-~

11. Screw

12. Sash Stop

13. Screw Pack (Not shown)
14. Snubber

15. Sill Plug (Not shown)

E-Series Single-Hung Windows Frame Assembly
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Frames

Frame Graphic - Jamb Liner Assembly
® ® G-
1

-

[He L)

[ L1

\‘\ \
Ecall@) \

- \\\ |

1. Sash Stop 6. Foam Filler (Sill) 11. Jamb Liner
2. Exterior Aluminum Cover 7. Cushion (Sill)

3. Interlock Fuzz Pad 8. Balancer Shoe

4. Weatherstrip 9. Balancer (B & T)

5. Balancer Cover 10.Jamb Liner Cover

E-Series Single-Hung Windows Frame Assembly
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Standard Windows

Frames

Note:
Replacement frames can be configured in iQ.

To order, state:

Product ID (from product label, see Service Guide 9051877)

OR

2. Colors/Species/Finish
3. Manufacturing Date

1. Description of Part/Size (TCLDH/TCLMDH/TCLRDH XXXX or frame W X H dimensions)

Exterior color/finish options

Interior species/finish/color options

AAAAA corsee sean coconsem A BRONZE oamcsRONzE ancamvon FeDROCK

AAAAAAAAAAAAA

WO0OD SPECIES FACTORY-FINISHED INTERIORS

- L

Pine Maple Oak Clear Coat Wheat Autumn Oak

Cherry Mahogany*  Alder Golden Hickory  Honey Cinnamon
I | ‘ll - - -

' 1 I r hl I !

Mixed Grain  Vertical Grain  Hickory Russet Mocha Espresso

Douglas Fir Douglas Fir

Walnut White Oak
PAINTED OPTIONS
White Birch Bark Primed  forpaint)
Canvas Sandtone Terratone

Forest Green Dark Bronze  Dove Gray

Prairie Grass  Red Rock Cocoa Bean
Painted options available with
pine and maple only.

Black
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Frames

Stops - Head / Sill / Side

Note:

Stops (head, head parting and side) are made to order.

To order, state:
Product ID (from product label, see Service Guide 9051877)
OR

1. Description of Part/Size (Stop)
2. Color/Species/Finish

3. Location/Handing (Head, Side)
4. Manufacturing Date

Interior species/finish/color options

WOO0D SPECIES FACTORY-FINISHED INTERIORS
|
1 ]
18401

‘ ’

Pine Maple Oak Clear Coat Wheat Autumn Oak
_ -
L . .
’ Ik s
Cherry Mahogany®  Alder Golden Hickory  Honey Cinnamon
. I .
M | |
i L L
Mixed Grain  Vertical Grain  Hickory Russet Mocha Espresso
Douglas Fir  Douglas Fir
fi h it
A
Walnut White Oak
PAINTED OPTIONS
White Birch Bark Primed  (for paint)
Canvas Sandtone Terratone

Forest Green Dark Bronze  Dove Gray

Prairie Grass  Red Rock

Painted options available with
pine and maple only.

Black

Cocoa Bean
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Standard Windows

Frames

Weatherstrip
Weatherstrip - Frame / Head Jamb Ref. No. 6 page 47

Length Color Order No.
10 ft (120”) | Beige 0520141
Weatherstrip - Frame / Side Jamb Ref. 3 page 47 & Ref. 4 page 48
Length Color Order No.
727 White 9096436
Beige 9096435
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Frames

Sash Stop - Jamb Liner

H o

Note:
Sash stop for jamb liner assembly is made to order.

To order, state:

Description of Part (Sash Stop - Jamb Liner Assembly)
Quantity

Height

Color (Beige, White)

Product ID (from product label, see Service Guide
9051877)

aphoON=

Cover (Aluminum) - Jamb Liner

H

Note:
Cover for jamb liner assembly is made to order.

To order, state:

Description of Part (Cover - Jamb Liner)

Quantity

Height

Exterior Color

Product ID (from product label, see Service Guide
9051877) T

aphON=

Cover - Balancer

H -

Note:
Balancer cover is made to order.

To order, state:

Description of Part (Balancer Cover - Jamb Liner)
Quantity

Height

Color (Beige, White)

Product ID (from product label, see Service Guide
9051877)

apoON=

Interlock Fuzz Pad

Order No.
0009660

Foam Head Pad Ref. No. 2 page 47

Dimensions
(w x depth x h) | Order No.

3% x 1gx 1, 0029247
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Standard Windows

Frames
Weatherstrip / Jamb Liner Assembly Ref. 3 page 47 & Ref. 4 page 48
Color Order No.
White 9096436
Beige 9096435
Foam Filler
Order No.
u 0034854
Cushion / Sill
Order No.
0034855
Corner Block Ref. 9 page 47
LH RH
0014068 0014069
Snubber Ref.14 page 47
Note:
Required on Impact units. Frame widths = 20" require 2 snubbers.
Order No.
é 0034868
Screw - Jamb
Description Order No.
#8x11/2” PFHSMS Type ABZ &Y 0033462
Screw - Jamb
Description Order No.
#8 x 7/16” PFHSMS #6 Head SS Screw 9105316
Screw - Snubber
Description Order No.
#6 x 1 1/4” PFHSMS TEKS SS 410 Stainless Steel 9105801
Screw Pack - Stormwatch
Note:
Includes screws.
Description Order No.
@ 0074829
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Cover - Jamb Liner

Note:
Jamb liner cover is made to order.

To order, state:

. Description of Part (Cover - Jamb Liner)

. Quantity
. Location (Upper, Lower)
. Height

. Color (Beige or White for Non-Veneer PVC) (Exterior color for Aluminum)

. Finish (Veneer PVC)

. Style (Equal, Cottage, Reverse Cottage, SSR)

1
2
3
4
5. Species
6
7
8
P

roduct ID (from product label, see Service Guide 9051877)

(T

Upper

’

Upper Non-Veneer PVC

Upper

Veneer PVC

Order No.
By description

Lower ﬂ

.

Lower Non-Veneer PVC

Lower Aluminum
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Standard Windows

Frames

Jamb Liner

Note:
Jamb liner is made to order.

To order, state:

Description of Part (Jamb Liner)

Quantity

Color (Beige, White)

Unit Size/Height

Glazing

Handing (Left, Right)

. Style (Equal, Cottage, Reverse Cottage, SSR)

roduct ID (from product label, see Service Guide 9051877)

ITNoapwN

Order No.

By description

Left Right

Plug / Sill

Order No.

I

d

} 0014070
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Frames
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