100 SERIES SPECIALTY WINDOWS

Table of Picture and Transom Window Sizes
Scale 15" (3) = 1'-0" (305) — 1:96

Window Dimension

Minimum
Rough Opening

Unobstructed Glass
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*Window Dimension always refers to outside frame-to-frame dimension.
* Minimum Rough Opening dimensions may need to be increased to allow for use of
* Dimensions in parentheses are in millimeters.

CUSTOM HEIGHTS — 111/2" to 951/2"

4
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Notes on next page also apply to this page.
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wraps, flashing, sill

or other items.
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100 SERIES SPECIALTY WINDOWS

continued from previous page

4

Window Dimension o SHLer 6-51/2" ., 6-111/2" ) 7-51/2" 711 1/2"
(1816) (1969) (2121) (2273) (2426)
Minimum 6-0" 6-6" 70" 76" 8.0"
Rough Opening (1829) (1981) (2134) (2286) (2438)
65 1/4" 711/4" 7714 83 1/4" 89 1/4"
Unobstructed Gl
nobstiucted Glass (1657) (1810) (1962) (2115) (2267)
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*Window Dimension always refers to outside frame-to-frame dimension.
* Minimum Rough Opening dimensions may need to be increased to allow for use of building wraps, sill b f: or other items.

*Dimensions in parentheses are in millimeters.
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Custom-size windows
are available in 1/8" (3)

increments.
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100 SERIES SPECIALTY WINDOWS

Table of Picture and Transom Window Sizes (continved)
Scale 15" (3) = 1'-0" (305) — 1:96

) ) . 111" 1-51/2" 1-111/>" 2-51/"  2-111/2" 3-51/2" 3-111/2" 451/ 4-111/2" 5-51/2" 5-111/2"
Window Dimension
(292) (445) (597) (749) (902) (1054) (1207) (1359) (1511) (1664) (1816)
Minimum 10" 16" 210" 216" 30" 36" 40" 46" 50" 56" 6-0"
Rough Opening (305) (457) (610) (762) (914) (1067) (1219) (1372) (1524) (1676) (1829)
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* Window Dimension always refers to outside frame-to-frame dimension.
* Minimum Rough Opening dimensions may need to be increased to allow for use of building wraps, flashing, sill panni f or other items.

* Dimensions in parentheses are in millimeters.

Custom-size windows are available in 1/8" (3) increments.
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100 SERIES SPECIALTY WINDOWS

Custom Sizes and Specification Formulas

100 Series custom-size windows are available in 1/8" (3) increments between

minimum and maximum widths and heights shown. Some restrictions apply.

Picture & Transom Windows

11 12" to 95 1" Minimum R.0. | 13/s" & 1" Flange Setback Frames Unobst. Glass | 13/s" & 1" Flange Setback, No Flange and Insert Frames
(292) (2426) == width = window width + 1/2"(13) width = window width - 6.250" (159)
CUSTOM WIDTHS
Iy ) Height = window height + 1/2"(13) @ Height = window height — 6.250" (159)
S
$E€ 2 i
0o § g Insert & Flush Fin Frames Flush Fin Frame
o =
° E width = window width + 3/8" (10) width = window width - 3.500" (89)
N~ =
;Y e Height = window height + 3/8" (10) Height = window height - 3.500" (89)
=< 2
- M

o Either height or width must
be 71 1/2" (1816) or less.

* Minimum R.0. (minimum rough opening) formulas provide minimum rough opening width and height dimensions. Unobst. Glass (unobstructed glass) formulas provide dimensions for determining area available for passage of light.
*Dimensions in parentheses are in millimeters.
*Windows with flush fin frame are available in select Southwestern states including Arizona, California, Nevada, New Mexico and Utah. Limited configuration availability. See your Andersen supplier for more information.
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