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CUSTOM SIZES AVAILABLE

AAN1818 AAN2018 AAN2418 AAN2618 AAN2818 AAN21018 AAN3018 AAN3218

AAN18110 AAN20110 AAN24110 AAN26110 AAN28110 AAN210110 AAN30110 AAN32110

AAN1814 AAN2014 AAN2414 AAN2614 AAN2814 AAN21014 AAN3014 AAN3214

AAN1830* AAN2030* AAN2430* AAN2630* AAN2830* AAN21030* AAN3030* AAN3230*

AAN1828 AAN2028 AAN2428 AAN2628 AAN2828 AAN21028 AAN3028 AAN3228

AAN1824 AAN2024 AAN2424 AAN2624 AAN2824 AAN21024 AAN3024 AAN3224
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AAN4024

AAN1834*† AAN2034*†AAN2434*† AAN2634*† AAN2834*† AAN21034*† AAN3034*† AAN3234*† AAN3434*† AAN3834*† AAN4034*†

AAN1838*† AAN2038*†AAN2438*† AAN2638*† AAN2838*† AAN21038*† AAN3038*† AAN3238*† AAN3438*† AAN3838*†† AAN4038*††

AAN1840*† AAN2040*†AAN2440*† AAN2640*† AAN2840*† AAN21040*† AAN3040*† AAN3240*† AAN3440*† AAN3840*†† AAN4040*††

AAN4434*†

AAN4438*††

AAN4440*††

Window Dimension

Unobstructed Glass
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Rough Opening

Table of Awning Window Sizes    
Scale 1 ⁄8" (3) = 1'-0" (305) — 1:96
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• “Window Dimension” always refers to outside frame-to-frame dimension.
• “Minimum Rough Opening” dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items. 
• Dimensions in parentheses are in millimeters.
*Tandem locks are standard. 
‡PG upgrade is not available for venting sizes shown with an underscore on next page (i.e. ACW5830).
†Not available with triple-pane annealed glass.
††Not available with triple-pane annealed or tempered glass.

Venting StationaryVenting

Choose venting or stationary.

Custom-size windows are available  

in 1 ⁄ 8" (3) increments.  

Venting StationaryStationary

Most sizes shown are available with PG upgrade.‡ 

Awning window must be installed to vent as shown,  

and should not be rotated and used as a hopper.

  (continued)
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Venting StationaryVenting

Choose venting or stationary.

Most sizes shown are available with PG upgrade.‡ 

Awning window must be installed to vent  

as shown, and should not be rotated and  

used as a hopper.

Custom-size windows are available 

in 1 ⁄ 8" (3) increments. 

Venting StationaryStationary

AAN4818

AAN4820

AAN48110

AAN4814

AAN4828

AAN4824

AAN5018

AAN5020

AAN50110

AAN5014

AAN5028

AAN5024

AAN5418

AAN5430*

AAN5420

AAN54110

AAN5414

AAN5428

AAN5424

AAN5434*†

AAN5438*††

AAN5440*††

AAN5818

AAN5830*

AAN5820

AAN58110

AAN5814

AAN5828

AAN5824

AAN5834*†

AAN5838*††

AAN5840*††

AAN6018

AAN6030*

AAN6020

AAN60110

AAN6014

AAN6028

AAN6024

AAN6034*†

AAN6038*††

AAN6040*††

AAN4830*

AAN4834*†

AAN4838*††

AAN4840*††

AAN5030*

AAN5034*†

AAN5038*††

AAN5040*††

5'-4"

5'-3 1/4"

56 5/8"

5'-8"

5'-7 1/4"

60 5/8"

6'-0"

5'-11 1/4"

64 5/8"

(1607)

(1626)

(1438)

(1708)

(1727)

(1539)

(1810)

(1829)

(1641)

4'-8"

4'-7 1/4"

48 5/8"

5'-0"

4'-11 1/4"

52 5/8"

(1403)

(1422)

(1234)

(1505)

(1524)

(1336)

• “Window Dimension” always refers to outside frame-to-frame dimension.
• “Minimum Rough Opening” dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items. 
• Dimensions in parentheses are in millimeters.
‡PG upgrade is not available for venting sizes shown with an underscore (i.e. ACW5830). 
*Tandem locks are standard.  
†Not available with triple-pane annealed glass.
††Not available with triple-pane annealed or tempered glass.
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Custom Sizes and Specification Formulas

A-Series custom-size windows are available in 1 ⁄ 8" (3) increments between minimum and maximum widths and heights shown. 

Some restrictions apply. For specialty windows and windows with PG upgrade, contact your Andersen supplier for custom sizing 

and specfications. Clear opening dimensions for custom-sized windows are also available in iQ+; contact your Andersen supplier.

• Dimensions in parentheses are in millimeters.
• Clear Opening formulas provide dimensions for determining area available for egress. Vent Opening formulas provide dimensions for determining area available for passage of air. Minimum R.O. (minimum rough opening) formulas 
provide minimum rough opening width and height dimensions. Unobst. Glass (unobstructed glass) formulas provide dimensions for determining area available for passage of light. 

Awning Windows (venting & stationary)

• Awning windows do not meet clear opening area of 5.7 sq. ft. or 0.53 m2, clear opening width of 20" (508) and clear opening height of 24" (610). 

CUSTOM WIDTHS
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CUSTOM WIDTHS
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CUSTOM WIDTHS
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19 1 ⁄4"
(489)

71 1 ⁄4"
(1810)

to

15
 1

⁄ 4"
(3

87
)

47
 1

⁄ 4"
(1

20
0)

to

19 1 ⁄4"
(489)

39 1 ⁄4"
(997)

to

15
 1

⁄ 4"
(3

87
)

47
 1

⁄ 4"
(1

20
0)

to

39 3 ⁄8"
(1000)

71 1 ⁄4"
(1810)

to

15
 1

⁄ 4"
(3

87
)

39
 1

⁄ 4"
(9

97
)

to

Dual-Pane Triple-Pane

Clear Opening Width =  window width  −  4.94" (125)

Depth =  5.88" (149)

Minimum R.O. Width =  window width  +  3/4" (19)

Height =  window height  +  3/4" (19)

Vent Opening Width =  window width  −  4.94" (125)

Depth =  5.88" (149)

Unobst. Glass Width =  window width  −  6.65" (169)

Height =  window height  −  7.45" (189)
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